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Vehicular Ad Hoc Networks (VANET) are self-organized wireless network for Intelligent Transportation 
Systems (ITS) that allow vehicles to collaborate with each other, to improve driving efficiency and 
enhance traffic safety without centralized infrastructure. Vehicles are equipped with sensors, global 
positioning systems (GPS) and communication systems to perform the tasks related to safety, efficiency, 
and comfort on the road. Data dissemination strategies in VANET help in improving safety, efficiency 
and comfort by reducing the delivery delay time and ensuring the reliability of message delivery. The 
available literature papers contain a number of proposed techniques for data dissemination in VANET. 
This paper presents a systematic literature review for existing data dissemination techniques in VANET 
in the viewpoint of the data related characteristics and applications such as safety and infotainment. 
The motivation behind this work is to provide the audience with the required understanding of the data 
dissemination in VANET, highlight potential opportunities and challenges, and also investigate the recent 
studies available in reputed resources directed towards the domain of data dissemination in VANET. 
Especially, this paper provides the audience with a comparative analysis of delay-tolerant and delay-
sensitive data dissemination in VANET.

© 2021 Elsevier Inc. All rights reserved.
1. Introduction

The evolution of Vehicular Ad Hoc Networks (VANET) influ-
ences a great deal for improving the Intelligent Transportation 
Systems (ITS). Vehicles are equipped with sensors, global posi-
tioning systems (GPS), and communication capabilities that make 
transportation more secure and efficient, and also passengers and 
drivers get convenient infotainment services [1]. VANET consists of 
a large number of vehicles that cooperatively communicate with 
each other for information exchange. This cooperation of vehi-
cles helps the improvement of traffic safety [2,3]. Vehicles, which 
gather information from sensors and detect accidents or hurdles 
on their paths, disseminate warning messages to their neighbor-
ing vehicles to prevent further accident risk [4]. Traffic and road 
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information sharing, such as cooperative collision warning [5], pre-
crash warning, speed warning, lane change warning [6], traffic sig-
nal violation warning [7], accident prevention [8], road obstacle 
detection [9], traffic jam notifications, accidents notifications, and 
possible detour guidance [10], increases safety in transportation in-
frastructure. These warning messages are also important to make 
the rescue process faster and more effective [11].

Data dissemination in VANET is carried out via vehicle-to-
vehicle (V2V), vehicle-to-infrastructure (V2I), or infrastructure-to-
vehicle (I2V) communications, as shown in Fig. 1. In this fig-
ure, V2V, V2I, and I2V communications within the range of com-
munication of Road-Side Unit (RSU) and Base Station (BS) are 
represented by different line types and colors. Modern vehicles 
equipped with hundreds of sensors that are generating a massive 
amount of data. The data needs to be collected and appropri-
ately analyzed for various innovative and smart traffic manage-
ment applications [12,13]. These sensors also need to communicate 
among themselves and this communication is carried out through 
Bluetooth, ZigBee, radio-frequency identification (RFID), ultra-wide 
band (UWB), and millimeter wave. IEEE has standardized a suite 
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Fig. 1. A general illustration of a vehicular network architecture.

Fig. 2. Taxonomy for VANET applications (safety, comfort, and infotainment).
of Wireless Access in Vehicular Environments (WAVE) for Dedi-
cated Short-Range Communication (DSRC) for vehicles in VANET 
[14–16]. DSRC supports wireless communication among vehicles or 
from vehicles to infrastructure with a short delay. As inter-vehicle 
connectivity, data collected by sensors in a vehicle are dissemi-
nated to other vehicles for driving safety through DSRC.

There are numerous applications of VANET that are mainly cat-
egorized into two types i.e., (i) Safety applications and (ii) Comfort 
and infotainment applications. Fig. 2 shows the major two types of 
VANET applications which are further categorized as a taxonomy 
into many specific types. In VANET, safety applications are widely 
recognized to considerably lower the rate of transportation acci-
dents [17–19]. For example, in a traffic signal violation warning 
case, a vehicle takes an advantage of the warning traffic signal vi-
olation for safe driving. A warning message is sent to the relevant 
neighboring vehicles on the basis of vehicle speed and traffic signal 
timing. Vehicles moving towards an intersection are informed of a 
dangerous situation to prevent any further accident. Lane change 
assistance [20], road obstacle detection, and congestion reduction 
[21], can also utilize such a warning message to be disseminated 
timely to the relevant vehicles.
2

For crash prevention application, VANET should be designed 
in such a way that it warns the drivers of a possible accident. 
Vehicles in cooperation with a Road-Side Unit (RSU) share infor-
mation of an already occurred accident with other vehicles that 
are coming towards the accident area to prevent further accidents. 
For autonomous vehicles, applying a brake of a vehicle on time 
or changing its lane are performed after getting a timely pre-
crash warning. In cooperative collision warning, vehicles and an 
RSU cooperate with each other to detect the probability of colli-
sions among vehicles. All the information is collected and shared 
among vehicles and an RSU, and is further disseminated to the ve-
hicles that are supposed to have a collision in a blinded or curved 
point. Moreover, the arrival of emergency vehicles (e.g., ambulance 
and fire engine) on time to an accident spot is also as important 
as warning message dissemination. Once a mishap happens, the 
navigation path of a rescue team obtains a higher priority than 
other vehicles such that it can reach the accident spot to save 
people. SAINT+ [22] proposes an efficient navigation method for 
letting emergency vehicles to reach the accident area by detouring 
other vehicles out of the navigation paths taken by the emergency 
vehicles. Also, SAINT+ makes vehicles approach the accident area 
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quickly by letting other vehicles make detours in advance so as 
not to increase traffic congestion around the accident spot.

VANET today also provides comfort and infotainment services 
to the drivers and passengers in various categories [23–27], as 
shown in Fig. 2. Applications such as electronic payment [28], 
fuel consumption reduction by selecting an appropriate route [29], 
weather condition sharing [30], traffic information sharing [31], 
point of interest (POI) sharing [32], and navigation route guidance 
[33], are used to increase the comfort of drivers and passengers. 
Infotainment services are also provided to the drivers and pas-
sengers such as the access to the Internet and multimedia data 
downloading [34].

Even though VANET is improving such vehicular services over 
time, there are still a lot of challenges as follows: (i) The first 
is network disconnection, which is due to high mobility of vehi-
cles. Connectivity is sometimes lost because of different speeds of 
a source and a destination. (ii) The second is traffic condition, e.g., 
the number of vehicles that can affect the data dissemination in 
VANET. (iii) The third is heterogeneous applications in VANET such 
as a safety application that needs a short delay and high reliability, 
and an infotainment application that does not need a short mes-
sage delivery delay, but a high throughput. For the purpose of safe 
driving, safety messages have a higher priority than infotainment 
messages. (iv) The last is data dissemination that needs to be fast 
and reliable in VANET.

Broadcasting in VANET is considered as a good scheme for data 
dissemination as it does not require destination information, but 
can just send data to the neighboring vehicles. However, broadcast-
ing has some issues such as flooding, non-reliability and redun-
dancy of data [35]. Data dissemination techniques in VANET are 
usually verified through simulation or a few are mathematically 
analyzed, hence there is no standard method for evaluation of data 
dissemination in VANET. The two major applications of VANET, i.e., 
safety and comfort, mainly use three models for data dissemi-
nation, i.e., a pull-based model [36], push-based model [37] and 
hybrid model [38]. In the pull-based model, data dissemination is 
on demand where as in the push-based model, data dissemina-
tion is proactively performed using periodic broadcast. The hybrid 
model is the combination of the pull-based and push-based mod-
els. The pull-based model is usually used for infotainment applica-
tions, while the push-based model is used for safety applications.

This study aims to explore the existing methods related to 
data dissemination and outline the categories of important is-
sues that can be addressed for data collection in the VANET. We 
investigate the existing performance modeling for delay-tolerant 
and delay-sensitive data dissemination systems. To the best of our 
knowledge, this paper is the first study that examines both the 
delay-tolerant and delay-sensitive data dissemination. Therefore, 
the main contributions of this paper can be defined as follows:

• A systematic literature review is performed for the existing 
techniques on data dissemination in VANET.

• The recent research efforts published only in recognized jour-
nals with regards to the state-of-the-art data dissemination 
methods are investigated and the selected data dissemination 
schemes are assessed through various parameters.

• Identifying the main data dissemination optimization prob-
lems and data-related characteristics for applications such as 
safety and infotainment.

• A detailed comparison of performance modeling approaches in 
delay-tolerant and delay-sensitive data dissemination within 
VANET is provided.

• A set of open research challenges that requires to be addressed 
is identified and discussed.
3

Table 1
Acronyms and abbreviations.

Acronym Description

ACK Acknowledgment
ADDP Adaptive Data Dissemination Protocol
AP Access Point
BIFS Broadcast Inter-Frame Space
BS Base Station
CCA Cooperative Collision Avoidance
CMDS Cloud Assisted Message Downlink Dissemination Scheme
CPB Clustering and Probabilistic Broadcasting
CRN Current Rebroadcasting Node
CTS Clear to Send
DEEP Density-aware Emergency Message Extension Protocol
DIFS Distributed Inter-Frame Space
DPDR Data Packet Delivery Ratio
DPMS Dissemination Protocol based on Map Splitting
DSRC Dedicated Short-Range Communications
DTN Delay-Tolerant Networks
EDD Expected Delivery Delay
E2E End-to-End
GPS Global Positioning Systems
ITS Intelligent Transportation Systems
I2V Infrastructure-to-Vehicle
LTE Long Term Evolution
MAC Media Access Control
MOVE Mobility Mode Generator for Vehicles
NS Network Simulator
OBU On-Board Unit
PMB Position-based Multi-hop Broadcast
POI Point Of Interest
PRN Previous Rebroadcasting Node
RFID Radio Frequency Identification
RSU Road-Side Unit
RTS Request to Send
SAB Speed Adaptive Broadcast
SEAD Simple and Efficient Adaptive Data Dissemination
SIFS Short Inter-Frame Space
SLR Systematic Literature Review
SN Stationary Node
SUMO Simulation of Urban Mobility
TA Trusted Authorities
TBD Trajectory-Based Data forwarding
TSF Trajectory-based Statistical Forwarding
UMBP Urban Multi-hop Broadcast Protocol
UWB Ultra-Wide Band
VANET Vehicular Ad Hoc Networks
VCPS Vehicular Cyber-Physical Systems
VMaSC Vehicular Multi-hop Algorithm for Stable Cluster
V2I Vehicle-to-Infrastructure
V2V Vehicle-to-Vehicle
WAVE Wireless Access in Vehicular Environments

The rest of this paper is organized as follows. Section 2 out-
lines the review plan to conduct the systematic literature review. 
Section 3 presents the related work having the existing surveys 
available in the literature for data dissemination. Section 4 dis-
cusses the data dissemination systems (i.e., delay-tolerant and 
delay-sensitive data dissemination systems) and highlights their 
respective performance modeling approaches. Section 5 presents 
the key research challenges that needs to be tackled for future re-
search undertakings. Finally, Section 6 concludes the paper. Note 
that the acronyms and abbreviations which are used in this paper 
for brevity are shown in Table 1.

2. Review plan

The Systematic Literature Review (SLR) conducted in this study 
is based on the guidelines suggested by Kitchenham et al. [39,40], 
with the aim to summarize available literature resources and de-
velop the basis for qualitative synthesis and information extraction. 
SLR is a process of identifying, assessing and understanding the 
available literature, focusing on a specific research area, research 
questions or phenomenon of interest [41]. We also followed some 
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Table 2
The combination of keywords for electronic 
databases.

“Vehicle Ad hoc Networks” OR “VANET”
AND (Data Dissemination*) AND
“Delay-tolerant*” OR “Delay-sensitive*”

of the guidelines and policies suggested in [42], which includes the 
allocation of bibliographic databases, selection of searching key-
words and criteria for inclusion and exclusion. The following sub-
sections describe each of the guidelines carried out in this study 
in the respective order.

2.1. Research question identification

In this work, we systematically classify the body of knowl-
edge, so our study focuses on answering the following five research 
questions (RQs):

• RQ1: What is the significance of data dissemination in the 
VANET?

• RQ2: What are the recognized sources for article searching and 
selecting to evaluate the data dissemination methods in the 
VANET?

• RQ3: What are the main parameters used by existing schemes 
to assess data dissemination methods in the VANET?

• RQ4: How can the performance modeling approaches in delay-
tolerant and delay-sensitive data dissemination within VANET 
be investigated?

• RQ5: What are the key challenges associated with data dis-
semination in the VANET?

2.2. Bibliographic databases

In order to reach the related articles at the maximum level, 
the selection of precise and up-to-date bibliographic databases is 
very vital. For this purpose, eight different multidisciplinary elec-
tronic bibliographic databases were chosen to extract the required 
publications, such as (1) Scopus (ScienceDirect, Elsevier), (2) IEEE 
Xplore, (3) SpringerLink (Springer), (4) ACM Digital Library, (5) Tay-
lor & Francis Online, and (6) Wiley Online Library. The list of the 
selected electronic databases was prepared to keep in view their 
relevance to the research area and the related journals and confer-
ences indexed by them.

2.3. Search strings

Selecting the appropriate search strings are very essential to 
extract accurate and required information from the electronic bibli-
ographic databases. Owing to the contrasting nature of this survey, 
a set of proper search strings have to be selected that assures the 
inclusion of VANET and data dissemination within the scope of 
delay-tolerant and delay-sensitive data dissemination systems. Ini-
tially, a set of keywords containing the full form of VANET was 
used with data dissemination phenomena, describing keywords to 
acquire additional sources within the research area. With multiple 
electronic databases, the query string was to be changed accord-
ingly. Logical operators and wildcards were used with these key-
words to access the maximum number of relevant articles. Table 2
shows the combination of keywords used for this review.

2.4. Inclusion and exclusion criteria

The following inclusion and exclusion criteria were applied in 
the planning phase for the overall validity of the literature review.
4

1. The study is an English written full-text article.
2. The study is published in a scientific journal (preferably im-

pact factor journal).
3. The study has been published since 2010.
4. The study is qualified for inclusion only if it describes the con-

cept of VANET with some data dissemination operations.
5. The study is excluded if it does not consider any data dissem-

ination operations.
6. Identical papers found in different electronic databases are 

considered once.
7. Publications such as conference proceeding, workshop, disser-

tation, in-progress research, guest editorial, poster session, and 
blogs are excluded.

After applying the designated keywords and predefined inclu-
sion and exclusion criteria to the selected bibliographic electronic 
databases, a total of 686 papers were identified. From these col-
lected papers, 381 papers were excluded on the basis of their titles 
and abstracts. Some abstracts were not clarifying the research work 
openly, so a full-text screening was also performed on papers and 
discussions between the authors so that their significance can be 
ensured. A total of 204 more papers were excluded on the basis 
full text screening and keeping in view the inclusion and exclu-
sion criteria. Additionally, during the studies of full text papers a 
total of 7 relevant papers were included through the application of 
backward and forward search. As a principle, an effective literature 
search comprises of querying the scholarly databases using the 
prescribed keywords, as well as either a backward search or a for-
ward search. Here, on one hand, the backward search means eval-
uating the references mentioned in the articles acquired through 
a search with keywords. On the other hand, the forward search 
means evaluating the sources that have cited a particular article.

Finally, a total of 75 papers were selected for synthesis and 
analysis. Fig. 3 displays year-wise search results with the number 
of articles found in journals of various bibliographic databases and 
the number of selected articles for this paper. Fig. 4 shows the 
leading research journals in which we found the most number of 
papers with respect to the research questions and search strings. 
The overall review plan for the conducted systematic literature re-
view is demonstrated in Fig. 5. Due to the nature of this review, 
it can be assured that the implemented methods and the selected 
sample papers are sufficient for making a contribution for survey 
and drawing a conclusion for the next step towards future work.

3. Related work

Various aspects of VANET have already been covered in dif-
ferent survey papers [43–46], while some researchers focused on 
survey papers related to data dissemination methods in VANET 
[47–49]. But to the best of our knowledge, no one has presented 
a detailed survey on the data dissemination optimization problems 
and data-related characteristics and applications such as safety and 
infotainment.

Julio A. Sanguesa et al. present a survey on dissemination 
schemes for broadcasting messages [50]. The authors mainly fo-
cus on one-hop and multi-hop data dissemination schemes for 
broadcasting messages. They also provide information about the 
classification of multi-hop dissemination schemes such as flooding, 
beacon, topology-based scheme, distance-based scheme, store-and-
carry broadcast scheme, and stochastic broadcast scheme. They 
compare existing schemes by evaluation while keeping the same 
performance metrics and the same simulation parameters in a sim-
ulation platform.

Xiaomin Ma et al. present an overview of safety related appli-
cations and their reliability issues in VANET [51]. They mention 
three main factors that affect reliability in VANET, i.e., hidden ter-
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Fig. 3. Year-wise distribution of search results along with the number of selected papers in various bibliographic databases.
Fig. 4. Research journals with respect to the number of publications acquired re-
garding the research area.

minal problem in broadcast, radio channel fading in DSRC and 
the impact of high mobility. They use four metrics for the perfor-
mance evaluation of reliability for one-hop safety services such as 
packet reception ratio, packet delivery ratio, successful packet de-
livery probability, and effective communication range. Using packet 
reception ratio, they check the percentage of successful packets re-
ception by the nodes from the tagged node. Packet delivery ratio 
means the ratio of the number of the successfully received packets 
by all nodes to the number of the transmitted packets.

Felipe Domingos da Cunha et al. present a survey on VANET 
in terms of communication and application perspectives [52]. 
They discuss each layer protocol in VANET. Multi-path fading and 
Doppler shift are considered for physical layer protocols. Media 
Access Control (MAC) layer protocols consider reliability and effi-
ciency in channel access such that a safety related application can 
send its messages to destinations with a short delay. It also deals 
with the hidden terminal problem. Routing protocols for unicast, 
multicast and broadcast are considered as network layer protocols. 
Transport layer protocols are mainly designed for unicast packet 
delivery among applications.

Ying Zhu et al. present a survey on social-based routing tech-
niques in delay-tolerant networks (DTN) [53]. The authors summa-
rize the social properties in DTN communication in VANET. They 
mention two approaches for social-based efficient routing consid-
ering both positive social characteristics and negative social charac-
5

Fig. 5. Review plan for conducted systematic literature review.

teristics. Positive characteristics such as friendship and community 
help to improve network performance whereas negative character-
istics such as selfishness degrade network performance. The im-
portant social characteristics mentioned in the paper construct a 
social graph or contact graph with community, centrality, similar-
ity, friendship, and selfishness. A lot of advantages can be taken 
from positive characteristics of social routing such as friendship-
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based routing, label routing, and other social-based routing. The 
paper also elaborates the methods of dealing with negative social 
characteristics in DTN routing such as tit-for-tat and give2get.

Azlan Awang et al. present a survey on single and cross layer 
design techniques in VANET [54]. The authors utilize the infor-
mation at physical, MAC and network layers such as parame-
ters for routing. The problems incurred by topology-based routing 
are discussed. They classify the challenges into safety, public ser-
vices, driving improvement, and comfort message exchange. Due 
to unique characteristics of VANET such as mobility, movement 
patterns, traffic density, and heterogeneity, some great challenges 
are addressed such as scalability, neighborhood discovery, data for-
warding, the use of position information, and the prediction of 
future position.

Dongyao Jia et al. present a survey on platoon-based Vehicu-
lar Cyber-Physical Systems (VCPS) [55]. They introduce a vehicular 
networking architecture, standards, and traffic dynamics. They also 
discuss issues related to platoon-based VCPS. They provide detailed 
analysis on fundamental issues in VCPS including platoon manage-
ment, cooperative platoon-based driving, and platoon-based vehic-
ular communication.

Sooksan Panichpapiboon et al. provide a review on single-hop 
and multi-hop broadcasting protocols [56]. The ways of spreading 
information in networks are different for both broadcasting proto-
cols. In general, information is propagated in the form of flooding 
in multi-hop broadcasting, where a vehicle having information just 
sends the information to other vehicles in its vicinity. On the other 
hand, in single-hop broadcasting, information is broadcasted to 
other vehicles within one-hop communication range of a source 
vehicle. They further provide different classification of broadcast-
ing protocols. Multi-hop broadcasting protocols are further classi-
fied into delay-based multi-hop broadcasting, probabilistic multi-
hop broadcasting, and network-coding-based multi-hop broadcast-
ing. Similarly, single-hop broadcasting protocols are classified into 
fixed-interval broadcasting protocols and adaptive-interval broad-
casting protocols.

Table 3 shows a comparison of this survey and existing related 
surveys from the aspects of architecture, SLR, Performance model-
ing for Delay-Tolerant and Delay-Sensitive, and research challenges 
and opportunities identifications.

4. Data dissemination systems

Data dissemination in VANET is defined as the exchange of 
information among vehicles. There are different schemes of data 
dissemination that include opportunistic, vehicle-assisted and co-
operative data dissemination schemes. Traffic safety, infotainment, 
and travel comfort are main applications of data dissemination in 
VANET. Safety applications are given high priority to secure traffic, 
therefore the messages of the safety applications require a short 
delay and high reliability. On the other hand, there is no such 
time constraint for infotainment and comfort applications. Safety 
and comfort applications are also known as delay-sensitive and 
delay-tolerant applications, respectively. Safety messages can be 
event-driven such as accident information sharing and periodic in-
formation sharing (e.g., traffic monitoring). Comfort messages can 
be delivered following a carry-and-forward method.

Safety messages are generally propagated via broadcast and 
comfort messages are sent via unicast. Broadcasting in VANET is 
further divided into two types such as multi-hop and single-hop 
schemes. In multi-hop broadcasting schemes [62], messages are 
sent using a flooding method. A source vehicle broadcasts an infor-
mation message to other vehicles in its vicinity, and the vehicles 
that receive the message will rebroadcast it. This process contin-
ues until the message is received by the destination vehicle. On 
the other hand, in single-hop broadcasting schemes [63], a flood-
6

Fig. 6. Ant colony optimization.

ing method is not used. Instead of flooding, each vehicle keeps 
information messages after receiving them, and rebroadcasts some 
of the messages in the next broadcast cycle.

Table 4 shows detailed parameters of different data dissemina-
tion schemes including topology, mode, focus, technology, type and 
simulator.

4.1. Delay-tolerant data dissemination systems

Delay-tolerant data dissemination systems usually follow a pull-
based mechanism, which means that data dissemination is per-
formed on demand. Delay-tolerant systems have no strict time 
constraints and require less overhead. Some delay-tolerant systems 
related to comfort and infotainment applications are explained as 
follows.

Priyan et al. propose a comfort application for VANET using ant 
colony optimization algorithm to overcome traffic jam and con-
gestion [76]. An effective system for traffic controlling applies a 
forward ant procedure and a backward ant procedure to pick out a 
best optimal route to a destination as shown in Fig. 6. Ant colony 
optimization is a probabilistic technique for searching for an op-
timal path based on an ant’s behavior. Basically, ants move at 
random and deposit pheromone on their path. The higher prob-
ability of a shortest path can be determined by the intensity of 
pheromone.

Jianping et al. propose a carry-and-forward idea considering 
bidirectional vehicle traffic for VANET, so as to use the opposite-
direction vehicles to accelerate the message propagation [77]. In 
carry-and-forward concept, a packet is carried by a vehicle until 
it finds a new vehicle and transfers the packet to it. An analyti-
cal framework is designed to address the issues related to message 
propagation delay based on a stochastic vehicle traffic model. In 
Fig. 7, source vehicle S sends a query packet to destination D , and 
S gets the responsibility to select an optimized route to send the 
packet to D so that D can receive and process the query packet.

Jeong et al. propose a Trajectory-Based Data (TBD) forwarding 
scheme [78]. The authors claim that this is the first attempt to 
use vehicle trajectory information along with traffic statistics in 
a privacy-preserving manner for better performance. Each vehicle 
shares its delivery delay information with neighboring vehicles af-
ter computing its end-to-end (E2E) expected delivery delay to an 
Access Point (AP) having the Internet connectivity. Vehicles cannot 
send their packets directly to the APs connected to the Internet 
because of their limited coverage, so instead of the direct trans-
mission, it uses a carry-and-forward technique. With the help of 
neighboring vehicles trajectories, the current packet carrier vehicle 
selects a best next-hop carrier. The authors use unicast to reduce 
the amount of data packets. Fig. 8 shows a scenario of a road net-
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Table 3
Comparison of this survey with the existing related surveys.

Survey Focus Year Architecture SLR Performance 
modeling for 
delay-tolerant

Performance 
modeling for 
delay-sensitive

Research 
challenges & 
opportunities

Mchergui et al. 
[47]

QoS-aware broadcasting techniques in 
VANET

2017 � × × × �

Katiyar et al. [48] Clustering protocol in VANET 2020 × × × × �
Tang et al. [49] Data dissemination service discovery for 

VANET
2018 × × × × �

Sanguesa et al. 
[50]

Broadcast warning message dissemination 2016 × × × � �

Xiaomin Ma et al. 
[51]

Reliability of safety applications 2012 × × × � �

Felipe et al. [52] Data communication and application 
challenges

2016 � × × × �

Ying Zhu et al. 
[53]

Summarizes the socila properties in delay 
tolerant network

2013 × × � × �

Azlan Awang et al. 
[54]

Single and cross layer design techniques 
in VANET

2017 � × × × �

Dongyao Jia et al. 
[55]

Platoon-based vehicular cyber-physical 
systems

2016 � × × × �

Panichpapiboon et 
al. [56]

Review of information dissemination 
protocol for VANET

2012 × × � � �

Hakima Khelifi et 
al. [57]

Information-centric named data 
networking for VANET

2020 � × × × �

Abdul Qayyum et 
al. [58]

Focuses on adversarial machine learning 
techniques

2020 × × × × �

Jiadai Wang et al. 
[59]

Networking and communication in 
autonomous driving

2019 � × × × �

Haixia Peng et al. 
[60]

Communication techniques for manual 
and automated driving vehicular networks

2019 � × × × �

Ikram Ali et al. 
[61]

Authentication and privacy scheme for 
VANET

2019 × × × × �

Our Survey Safety and infotainment related data 
dissemination techniques in VANET

2021 � � � � �
Fig. 7. Carry-and-forward strategy in VANET.

work with different traffic densities. Source vehicle S wants to 
send its packet towards an AP. Having the information of vehi-
cle trajectories and traffic statistics, S can select a vehicle between 
carrier-1 (C-1) and carrier-2 (C-2), which are within its wireless 
communication range, as a next-hop packet carrier.

Jeong et al. propose a trajectory-based statistical forwarding 
(TSF) scheme for multi-hop data delivery from infrastructure to 
vehicle (I2V) [79]. TSF focuses on forwarding packets from infras-
tructure (i.e., APs) to a moving vehicle with a minimum delay and 
a certain delivery probability. In TSF, a packet from infrastructure 
is forwarded to a selected target point through which a destina-
tion vehicle is expected to pass. TSF selects an optimal target point 
7

Fig. 8. Road network with different traffic density.

which is achieved by using both a destination vehicle’s traveling 
delay (i.e., vehicle delay) and a packet’s delivery delay (i.e., packet 
delay). TSF presents an architecture for multi-hop I2V data deliv-
ery, packet and vehicle delay modeling, and a selection algorithm 
for an optimal target point.

Rongxing et al. propose a smart parking scheme as a com-
fort application that provides a real-time navigation system with 
parking and intelligent anti-theft protection [80]. Smart parking 
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Table 4
Parameters selected to assess the different data dissemination schemes.

Reference Objective Topology & route 
structure

Mode Focus Technology Type Simulator

Yangyang Xia et 
al. [64]

Greedy traffic light and queue 
aware routing protocol to 
alleviate the packet loss

24 two-way streets 
with 16 
intersections

Multi-
hop

Packet delivery ratio 
and end-to-end 
delay

IEEE 802.11p V2V NS-2 and 
SUMO

Boubakeur Mous-
saoui et al. 
[65]

Enhanced Ad-hoc On-demand 
Distance Vector (AODV) protocol 
to deal with routes instability 
issue in VANET

Digital Map of 
2000 m × 2000 m

Multi-
hop

Reducing the 
overhead generated 
by control packets 
and improving 
end-to-end delay

IEEE 802.11p V2V NS-3 and 
SUMO

Odilbek Urmonov 
et al. [66]

Introduces a notion of source 
Lateral Crossing Line (LCL) 
algorithm for an effective 
broadcast message dissemination

Manhattan grid 
(2000 m × 2000 m) 
comprise 3 × 3
blocks and 
four-ways 
intersections

Multi-
hop

Reduction in delays 
and enhancement in 
propagation distance

IEEE 
1609/IEEE 
802.11p

V2V NS-3

Manisha Chahal et 
al. [67]

Intelligent forwarding–based 
stable and reliable data 
dissemination scheme

Open Street Map 
4 × 4 km

Multi-
hop

Improving latency, 
throughput and 
packet delivery ratio

IEEE 802.11p V2V NS-2 and 
SUMO

Mazen Alowish et 
al. [68]

software-defined networking 
controlled vehicular named-data 
networking for trustworthy 
emergency data dissemination 
and content retrieval

1000 m × 1000 m Multi-
hop

improving average 
hop count, and gain 
of scalability

IEEE 802.11a V2V NS-3

Qinglei Kong et al. 
[69]

A secure querying scheme in 
vehicular fog data dissemination

Nil Nil Achieve the security 
goals of 
unlinkability, 
confidentiality, and 
verifiability

IEEE 802.11p V2V 
and 
V2I

Java Paillier 
Library

Nishu Gupta et al. 
[70]

Presents enhancement to the 
existing IEEE 802.11p protocol 
that targets prioritized delivery 
of safety messages

10000 m ×
10000 m

both 
single-
hop and 
multi-
hop

Enhancement and 
stability of the 
clustered topology

IEEE 802.11p V2V NS-2

Nishu Gupta et al. 
[71]

Uses hash operations and 
cryptographic concepts to 
transfer messages between 
vehicles to ensure security

Nil multi-
hop

Authentication-
Based Secure Data 
Dissemination

5G V2V MATLAB

Saliha Benkerdagh 
et al. [72]

clustering by using the Fitness 
parameter

8 km × 6 km 2-hop Performance of 
cluster duration and 
delivery rate

IEEE 802.11p V2V VanetSim

Joahannes B. 
D.da Costa et al. 
[73]

Efficient data dissemination 
protocol based on complex 
networks metrics

1000 m × 1000 m 1-hop 
and 
2-hop

High efficiency in 
terms of coverage, 
number of 
transmitted packets, 
delay, and packet 
collisions

IEEE 802.11p V2V Veins, 
OMNeT++ and 
SUMO

Debanjan Roy 
Chowdhury et al. 
[74]

Predicting the relevance of 
vehicles using a distributed 
algorithm and heuristically tries 
to disseminate safety messages

1000 m × 1000 m Multi-
hop

packet loss and 
dissemination delay

IEEE 1609 V2V OMNeT++ and 
SUMO

Guiyang Luo et al. 
[75]

Propose a software-defined 
cooperative data sharing 
architecture in 5G VANET.

1000 m × 1000 m Multi-
hop

packet loss and 
dissemination delay

802.11p and 
5G

V2V 
and 
V2I

NS-3 and 
SUMO
characterizes RSUs in parking areas to manage parking lots via 
the VANET technology. It helps drivers to find their parking space 
quickly in a parking lot so that it can help vehicles to reduce gaso-
line consumption and parking time. It also provides vehicles with 
an anti-theft protection service. This parking system consists of 
a trusted authority (TA), on-board units (OBUs), RSUs, and park-
ing space for a parking lot. For smart parking, RSUs at a parking 
lot record some attributes such as position, reservation, occupancy, 
pseudo-ID, ticket-ID, ticket key, start time, and last update time.

Andrea et al. propose an architecture model for infotainment 
services based on push-mode dissemination in an integrated 
VANET and 3G [81]. The authors use a push mechanism to dis-
seminate advertisements and other announcements. Information 
dissemination and information retrieval are considered to be part 
8

of infotainment services. For disseminating infotainment services, 
only VANET is used while in a retrieval phase both VANET and 
3G are used. For the first phase (i.e., information dissemination), 
simulation is carried out by simulation of urban mobility (SUMO), 
network simulator-2 (NS-2), and mobility mode generator for ve-
hicular networks (MOVE). Performance metrics such as average 
delay and information coverage were used. For the second phase 
(i.e., information retrieval), a testbed was built to prove the feasi-
bility of this phase.

Ozan et al. propose a biologically inspired self-organizing net-
work approach to solve a formidable problem in VANET [82]. The 
authors propose to use a vehicle as a temporary RSU. A vehicle can 
make a short stay while traveling and acting as a bridge for other 
vehicles. Inspired by ant and bee colonies, the authors assume a 
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vehicle to be used as a temporary RSU for relaying other vehicles’ 
data packets. A candidate vehicle for a temporary RSU is the one 
at the boundary of the coverage areas.

Changqiao Xu et al. [83] propose a QoE-driven User-centric 
solution for VoD services in urban vehicular network environ-
ments (QUVoD). The efficiency depends on the following four 
mechanisms: 1) distributed grouping-based video segments stor-
age scheme; 2) video segment seeking scheme; 3) multipath data 
delivery mechanism; and 4) speculation-based prefetching strategy. 
In [84], a novel ant-inspired mini-community-based video sharing 
solution is proposed for on-demand streaming services in wireless 
mobile networks (AMCV). Based on video contents, AMCV con-
structs multiple mini-communities and then distributes resource 
maintenance costs and enhances overall solution scalability. An 
Ant Colony Optimization (ACO)-based community communication 
strategy is proposed that reduces both the data traffic and delay 
of the resource search. A novel community maintenance mecha-
nism is also proposed to balance the load across nodes and en-
hance resource utilization efficiency. The authors in [85] propose 
an adaptive carry store forward (ACSF) scheme to reduce the out-
age time, where a vehicle is selected to send the data to the target 
vehicle in the uncovered areas. The relaying vehicle stores a suf-
ficient amount of data and then forwards it to the target vehicle. 
The moving speed of the target vehicle can be adaptively changed 
according to the relaying vehicle. To minimize the target vehicle’s 
communication outage time, the moving speeds of the target vehi-
cle are optimized, and the best relaying vehicle is selected.

4.1.1. Performance modeling for delay-tolerant data dissemination 
systems

Mostly performance evaluation of VANET is verified by simula-
tion, or in some cases, it is analyzed using mathematical modeling. 
There is no standard methodology for performance evaluation of 
information dissemination algorithms in VANET. Such algorithms 
are commonly verified via simulations, and are rarely analyzed 
using mathematical models. This is mainly due to the major chal-
lenge of providing a sufficient level of detail to ensure realistic 
traffic scenarios and driving behaviors. This subsection describes 
some of the performance modeling for delay-tolerant data dissem-
ination.

Ant Colony Optimization
The authors in [76] apply an ant colony optimization algorithm 

on street maps to get an optimal route. For modeling heavy traf-
fic, they propose a calculation function for traffic intensity based 
on fuzzy logic. They classify their method in four steps such as 
map segmentation, ant colony optimization, computation of traffic 
intensity, and pheromone update. In map segmentation, the street 
maps are segmented into several identical parts, and then repre-
sented by graphs as follows:

G N = (O N , LM), (1)

where O N is the set of nodes and LM is the set of links. Each 
segment maintains a routing table, which is updated dynamically 
as follows:

Rti = G Ni = (O Ni , LMi ), (2)

where Rti represents the routing table for the ith segment. The 
data related to a road segment’s length and the number of vehi-
cles are gathered for calculating the maximum number of vehicles 
and vehicle density. Forward ants are usually used for finding an 
optimal route and the new position movement is defined as:

Pk
i j(t)

⎧⎨
⎩

a(∂i j)+b(1−ηi j)∑
h/∈tabuk

a(∂i j)+b(1−ηi j)
× ( 1

1+ 1
N j

), if j /∈ tabuk = 0

0, otherwise
9

where ∂i j and ηi j represent a pheromone value and instantaneous 
state of a fuzzy value, respectively. a and b are weights for ∂i j and 
ηi j , respectively. N j is the number of neighbors for j, whereas 
tabuk shows the set of nodes that k has not visited. At the end 
of pheromone update, the value is increased or decreased by the 
following function:

τnew
ij = (1 − ρ)τold

i j +
m∑

k=1

�τk
i j, (3)

where ρ ∈ A[0, 1] represents the value of pheromone evaporation.

Carry-and-Forward Schemes
The authors in [77] present a carry-and-forward scheme where 

a vehicle carries a packet until it finds a new vehicle in its vicin-
ity to carry and forward the packet. This is different from greedy 
perimeter stateless routing (GPSR) [86], which selects a next-hop 
node that is closest to the destination. This type of selection is not 
suitable for vehicular networks where vehicles are sparsely con-
nected with each other. This paper uses a two-dimensional VANET 
to select a forwarding path and uses opposite-direction vehicles 
to carry and forward the packet faster. If a packet-carrier vehicle 
cannot find any other vehicle as a next-hop packet carrier, the ve-
hicle forwards its packet to the vehicle behind it as a next-hop 
packet carrier. A packet is supposed to be delivered to another ve-
hicle in the opposite direction. The probability of an event can be 
estimated as follows:

Pr{Y wn} = 1 − (1 − Pn
w)

|cs|e−(λen+λsn)(cs+R ′)/v , (4)

where Pn
w is the probability that a vehicle may turn north from 

west, cs is the number of vehicles in a cluster, Y wn shows that a 
cluster coming from west towards an intersection passes the mes-
sage to a vehicle traveling to north, R ′ is the effective range of 
communication between two clusters, v is the speed of a vehicle, 
λen shows the traffic from east to north and λsn shows the traf-
fic from south to north. For delay estimation, the authors consider 
link propagation delay, link transfer delay, and E2E delay.

TBD is also a carry-and-forward scheme that uses vehicles tra-
jectory information to forward a packet towards a destination [78]. 
TBD tackles two challenging problems; the first is how to share 
trajectories in a privacy-sensitive manner, and the second is how 
to combine vehicle trajectory information with traffic statistics for 
an E2E delivery delay estimate. The distance where a vehicle car-
ries a packet to a specific distance is called carry distance, denoted 
by lc . The carry delay is computed by the carry distance divided by 
a vehicle’s speed. On the other hand, the distance where a packet 
can be forwarded over VANET is called forwarding distance. The 
forwarding delay is computed by the forwarding distance divided 
by a packet delivery speed over VANET. The link delay is the sum 
of forwarding delay and carry delay. However, since the magnitude 
of the carry delay is higher than that of the forwarding delay, the 
forwarding delay can be ignored to compute the link delay. Thus, 
the link delay (denoted as dij ) for a road segment ei j can be com-
puted as follows:

dij = lc
v

, (5)

where v is the speed of a vehicle, and lc is the length of a road 
segment ei j .

TBD does not use an algorithm different from Dijkstra’s shortest 
path algorithm, and instead it uses a stochastic model for carry-
and-forward data delivery. Unlike a traditional shortest path algo-
rithm such as Dijkstra’s, it is not guaranteed that at an intersection, 
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Fig. 9. Expected Delivery Delay (EDD) computation for road segment e1,2.

the carrier vehicle can meet another suitable vehicle to forward 
its packet. A graph model for the computation of an expected de-
livery delay (EDD) at an intersection toward a packet destination 
(e.g., AP) is shown in Fig. 9 where a packet is sent from intersec-
tion 1 to intersection 2. The E2E EDD from a packet carrier to the 
AP via the edge e1,2 is denoted as D1,2. After taking d1,2 seconds, 
the packet arrives at intersection 2, and then the packet around 
intersection 2 can be sent toward one of the neighboring intersec-
tions (i.e., 1, 3, and 4) with an average forwarding probability. The 
EDD at intersection 1 toward intersection 2 is denoted as Dij as 
follows:

Dij = dij + E[delivery delay at j by forwarding or carry]
= dij +

∑
k∈N( j)

(P jk × D jk), (6)

where N j is the set of neighboring intersections and P jk is the 
probability that the packet is forwarded from intersection j to 
intersection k, called average forwarding probability. For perfor-
mance evaluation, TBD uses average delivery delay and packet de-
livery ratio as performance metrics [78].

TSF supports a reverse data forwarding, that is, a multi-hop 
data forwarding from an infrastructure node (i.e., AP) to a moving 
vehicle [79]. The accurate delay estimation determines the success-
ful delivery ratio of reverse data forwarding. A packet should arrive 
earlier than a destination vehicle at a target point in order to en-
sure reliable and successful data delivery. An optimal target point 
is selected with minimum delivery delay given as follows:

i∗ ← arg min
i∈I

E[V i] subject to P [Pi ≤ V i] ≥ α, (7)

where P [Pi ≤ V i] is the probability that a packet will arrive earlier 
than a destination vehicle at the target point i and α is a delivery 
ratio threshold.

Link delay model is given as follows:

d

{
l−l f −R

v , for immediate forward
1
λ

+ (l−R)
v , for wait and carry

where λ is a vehicle arrival rate, R is DSRC communication range, 
l f is forwarding distance, l is link distance (i.e., road segment 
length), and v is vehicle speed. Note that 1

λ
is waiting time for 

a new vehicle arrival at an intersection.
E2E packet delay distribution is computed as follows:

E[P ] =
N∑

E[di] =
N∑

μi . (8)

i=1 i=1

10
A TSF packet’s header contains a forwarding path and vehi-
cle trajectory. TSF uses a unicast data forwarding protocol where 
a relay node at an intersection as a packet holder deletes its 
packet just after delivering the packet to a next-hop vehicle. Data 
packets can also be forwarded from multiple APs toward multi-
ple target points such that a destination vehicle can get some of 
the data packets from one AP and the rest of them from other 
APs. For performance evaluation, performance metrics of TSF are 
packet delivery delay, packet delivery ratio, and packet delivery 
cost.

Comfort Applications
The proposed scheme by [80] is explained in detail in the as-

pects of four different parts such as system setting, real-time park-
ing navigation, intelligent anti-theft protection, and friendly park-
ing information dissemination.

In real-time parking navigation, a vehicle’s OBU communicates 
with an RSU at a parking lot while a vehicle enters the parking lot 
to get the ID and key for ticket. After entering the parking lot, the 
RSU chooses appropriate space for the vehicle on the basis of the 
shortest path distance.

Vehicle theft is nowadays one of the major public concerns. 
This parking scheme gives an anti-theft protection scheme that is 
based on beacon messages sent by a vehicle to an RSU in order 
to protect the vehicle. A driver locks and sets his vehicle’s OBU to 
sleep mode. When he comes back, the driver enters his password 
to unlock the OBU. If there is any exception in this procedure, the 
RSU regards this activity as theft.

If a vehicle enters a parking lot and the parking lot is already 
full, it has to go around the parking lot to find parking space. To 
overcome such an issue, this paper proposes a friendly parking in-
formation dissemination for the comfort of drivers that provides 
parking information to the drivers before entering the parking 
lot.

Table 5 shows a comparison of delay-tolerant data dissemina-
tion performance modeling approaches in VANET from aspects of 
routing protocol, simulation platform, evaluation mode, and per-
formance metrics.

4.2. Delay-sensitive data dissemination systems

Delay-sensitive data dissemination systems usually follow a 
push-based mechanism, which is known as event-driven data dis-
semination. Strict time constraints are used in delay-sensitive data 
dissemination. Several delay-sensitive data dissemination systems 
for safety applications are developed as follows.

Celimuge Wu et al. propose a mechanism that uses path di-
versity for reliability where a message is disseminated by two 
different paths, that is, from a relay vehicle and an auxiliary vehi-
cle [87]. Broadcast message dissemination with a short delay and 
high reliability is ensured by the cooperation of these two paths. In 
the proposed mechanism, the sender vehicle selects a relay vehicle 
and an auxiliary vehicle to rebroadcast the message. Both selected 
vehicles will rebroadcast the received message, but only the re-
lay vehicle selects the next relay vehicle and auxiliary vehicle. The 
auxiliary vehicle rebroadcasts the message only once. This mecha-
nism works to provide a high probability of receiving the message 
with a low delay.

Tarik Taleb et al. present a detailed overview of cooperative 
collision avoidance (CCA) on highways and intersections, that is 
considered to be an emerging vehicular safety application [88]. The 
authors design a cluster-based risk-aware medium-access control 
(MAC) protocol to increase the responsiveness of CCA. Vehicles are 
allowed to join or depart from a cluster via specific mechanism. 
The performance of CCA is evaluated via NS-2 and the evaluation 
is conducted in two scenarios with naive CCA and no-CCA.
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Table 5
Comparison of delay-tolerant data dissemination performance modeling approaches in VANET.

Delay-tolerant

Performance modeling 
idea

Description Routing 
protocol

Simulation 
platform

Evaluation 
mode

Performance metrics Future scope

Ant colony 
optimization [76]

Map segmentation, ant colony 
optimization, traffic intensity 
computation and pherome update
Fuzzy logic based traffic intensity 
calculation

Unicast 
(V2V)

Not specified Not 
mentioned

Average travel time,
Average waiting time

Continuous health 
monitoring system

Carry and forward [77] Bidirectional propagation strategy 
considering two dimensional VANET
Shortest path algorithm is used to 
select path with least delay
Analytical framework

Unicast 
(V2V) and 
broadcast

not specified Simulation + 
Analysis

Link propagation delay,
End-to-end delay

Recalculates the 
optimal path using 
MDRA

Carry and forward, TBD 
[78]

Vehicles’ trajectories are used to 
forward data
Vehicles share their position and 
trajectory to the access point to 
compute end-to-end delivery delay

Unicast 
(V2I)

C Simulation + 
Analysis

Average delivery delay,
Packet delivery ratio

Link delay model for 
two-way vehicular 
traffic

Carry and forward, TSF 
[79]

Trajectoy based statistical forwarding
Packets are forwarded to a selected 
target point where the vehicle is 
expected to pass by

Unicast 
(I2V)

C Simulation + 
Analysis

Packet delivery ratio,
Packet delivery delay,
Packet delivery cost

Deploy 
infrastructure nodes

Smart parking [80] Privacy-preserving parking scheme
Real-time parking navigation services
Intelligent anti-theft protection

Unicast 
(V2I, I2V)

Java Simulation Searching time delay,
coverage

Intelligent parking 
loTs

Infotainment Services 
[81]

An integration of VANET and Cellular 
network
A push mode mechanism is used to 
disseminate service announcements

Broadcast 
and 
unicast

NS-2, SUMO, 
MOVE

Simulation + 
Test-bed

Average message delay,
Information coverage

4G in VANET

Infotainment Services 
(video-on-demand), 
QUVoD [83]

User-centric video on demand 
services
Grouping based storage strategy
Segment seeking and multipath 
delivery scheme

Broadcast 
and P2P

NS-2 Simulation Average lookup success 
rate,
Average segment 
seeking latency,
Average hit ratio

Load balancing on 
nodes

Infotainment Services 
(Ant-inspired based 
video sharing), AMCV 
[84]

Mini-community-based solution for 
video-on-demand
Pherome trails are used to discover 
shortest path

P2P NS-2 Simulation Average lookup success 
rate,
Average hops,
Average delay

High efficiency in 
infotainment 
services

Adaptive carry-store 
forward scheme, ACSF 
[85]

To make communication possible in 
uncovered area
To minimize the communication 
delay by optimized speed of the 
target vehicle

Unicast 
(I2V, V2V)

Not specified Numerical 
analysis

Average outage time Extended to 
multiple target 
vehicles
Guann-Long Chiou et al. propose trajectory-based I2V group 
message delivery over VANET [89]. With in two phases of ex-
isting trajectory-based I2V schemes, the first phase identifies an 
appropriate rendezvous point of a group message, and the second 
phase delivers the message to the multicast group via a multicast 
tree. An algorithm for trajectory-based I2V group message delivery 
(eTGMD) is proposed that selects a stationary node (SN) and con-
structs a multicast tree to solve the trajectory-based group mes-
sage delivery problem. This paper simulates their model in NS-2 
with three performance metrics such as delivery ratio, delivery de-
lay, and the number of consumed packet transmissions.

Seyhan Ucar et al. propose a multihop-cluster-based IEEE 
802.11p and LTE hybrid architecture for VANET-based safety mes-
sage dissemination [90]. The proposed architecture uses IEEE 
802.11p in collaboration with LTE to perform both clustering and 
message delivery. Clusters are formed with a vehicular multi-hop 
algorithm for stable clustering (VMaSC) approach where cluster 
heads are selected on the basis of average relative speed with 
respect to neighboring vehicles and are responsible for commu-
nicating with either an eNodeB or RSU. The authors make an 
extensive performance analysis with a wide range of performance 
metrics (e.g., data packet delivery ratio (DPDR), control overhead, 
stability of cluster, and delay) using NS-3.
11
Allani et al. present the idea of utilizing Dissemination Proto-
col based on Map Splitting (DPMS) to transfer information about 
ongoing events in a VANET [91]. Their protocol effectively uses 
data disseminated messages zones to achieve both a high deliv-
ery ratio and geocast precision. Bingyi Liu et al. propose a rapid 
safety message dissemination framework that includes cloud com-
puting and diverse communication technologies [92]. A three-tier 
architecture is proposed where a high-tier node (i.e., cloud server) 
delivers safety messages to the mid-tier nodes (i.e., buses) with 
cellular and VANET interfaces, and the messages are finally deliv-
ered to low-tier nodes (i.e., vehicles) via V2V communication. The 
dissemination delay of the proposed safety message dissemination 
scheme is analyzed mathematically, and the performance is evalu-
ated via OMNeT++.

Rene Oliveira et al. propose an adaptive data dissemination pro-
tocol (ADDP) which provides efficient and reliable message dis-
semination [93]. ADDP aims to adjust the periodicity of beacons 
and reduce the total number of messages. ADDP claims to dissem-
inate safety messages with the minimum delay to the maximum 
number of vehicles and also address the problems such as discon-
nection, the broadcast storm and the hidden node problem. ADDP 
uses a success ratio, collision ratio and dissemination efficiency as 
performance metrics and is evaluated by OMNeT++.
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Lei Liu et al. propose a clustering and probabilistic broadcasting 
(CPB) scheme for stable and reliable data dissemination in VANET 
[36]. In CPB, a probabilistic forwarding scheme is presented in 
which each cluster member first calculates the probability that the 
same packet is received during one interval, and then forwards the 
packet to its cluster head. Performance metrics in CPB are average 
transmission delay, information coverage and packet delivery ratio, 
and CPB is evaluated by NS-2.

Moumena Chaqfeh et al. propose a multi-hop data dissemina-
tion approach to provide scalable broadcast with minimum over-
head [94]. The authors aim to achieve scalability and reliability, 
and to minimize overhead. A broadcasting storm problem is ad-
dressed to achieve scalability. For reliability, the goal is to reach 
full network coverage. Finally, to minimize overhead, data redun-
dancy is reduced. Amoroso et al. propose a design for broadcasting 
warning messages in the time of danger [95]. The idea uses the 
concept of a relay mechanism to transfer an alert message. Multi-
ple broadcast cycles are generated to guarantee a vehicular safety 
across the danger points.

Table 6 shows a comparison of delay-sensitive data dissemina-
tion performance modeling approaches in VANET from aspects of 
routing protocol, simulation platform, evaluation mode, and per-
formance metrics.

4.2.1. Performance modeling for delay-sensitive data dissemination 
systems

Delay-sensitive data dissemination in VANET can be carried out 
by a push-based mechanism. This subsection describes some per-
formance modelings for delay-Sensitive data dissemination as fol-
lows.

Cloud-assisted Message Downlink Dissemination Scheme (CMDS)
CMDS is a method proposed to achieve effective and fast dis-

semination of traffic information [92]. In CMDS framework, cloud 
as a top-tier collects traffic information, selects gateways (i.e., 
buses), and disseminates the traffic information to the gateways. 
Gateways further disseminate the traffic information to the ve-
hicles. A cloud-based approach is used to select gateways. Cloud 
having real-time traffic density information chooses the gateways 
which can disseminate the information to the maximum number 
of vehicles in its transmission range. Gateways then select forward 
and backward delegators that are farthest from the gateway to dis-
seminate the traffic information further to the vehicles. The time 
interval is defined between the formation time of a safety message 
in a cloud server and the time at which all vehicles receive the 
message. This time interval is called safety message dissemination 
delay T A and shown as follows:

T A = max{T1, T2, ..., Ts}, (9)

where Ti (i = 1, 2,...,s) is the time point when all the vehicles on 
the road network receive the message.

Urban Multi-hop Broadcast Protocol
Urban Multi-hop Broadcast Protocol (UMBP) is proposed for an 

urban transportation environment where emergency messages are 
disseminated via multi-hop V2V. UMBP is used to reduce message 
redundancy and minimize a transmission delay. By using an itera-
tive partition, mini-slot, black-burst, and asynchronous contention 
mechanism, UMBP proposes a scheme for selecting efficient for-
warding nodes [45]. In the first step, forwarding nodes are selected 
in each direction via bi-directional or multi-directional broadcast. 
In the second step, the directional broadcast is used to select relay-
ing nodes with different handshaking protocols such as request-to-
send (RTS), clear-to-send (CTS), and acknowledgment (ACK). While 
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creating emergency messages, a sender must sense the idle chan-
nel for broadcast interframe space (BIFS) satisfying the following 
condition:

T S I F S < T B I F S < T D I F S , where T D I F S is a distributed interframe 
space interval, and T S I F S is a short interframe space interval. A 
mini contention window calculated in the following equation is 
used to avoid emergency message collisions:

mini_C W =
[

T D I F S − T B I F S

τ

]
, (10)

where τ is a mini-slot length and calculated as τ = 2δ + tswitch , δ
is the max delay, and tswitch represents the radio switch delay.

Position-based Multi-hop Broadcast
Position-based Multi-hop Broadcast (PMB) is proposed to en-

sure the consistency of emergency warning message dissemina-
tion by utilizing either implicit or explicit acknowledgment [96]. 
PMB selects a set of nodes from bi-directional lanes that would 
be responsible for rebroadcasting a message. For that purpose, it 
is assumed that each node has a similar sensitivity of receiving 
messages, though with diverse transmission power. Rebroadcast-
ing node selection is based on waiting time given by the following 
equation:

Tdef er =
∣∣∣∣Tmax ·

(
1 − AC Aij

AC Amax

)
· α + Trand

∣∣∣∣, (11)

where Tmax = 100 ms, AC Amax is the upper limit of additional 
coverage area (ACA), α is a multiplier factor, Trand is a short ran-
dom delay, and AC Aij = S j − Si∩ j , where S j is the coverage area 
of j and Si∩ j is the intersecting coverage area of i and j. ACA 
and waiting time are inversely proportional, so the nodes having 
the highest ACA will have the shortest waiting time. Nodes with 
the shortest waiting time are chosen to rebroadcast a message 
while others will stop their timer. In that way, redundant mes-
sages are reduced. While receiving the message from the previous 
rebroadcasting node (PRN), the current rebroadcasting node (CRN) 
determines the direction of PRN. If CRN and PRN are in the same 
direction, an implicit ACK is adopted and PRN will halt its rebroad-
casting timer. However, if they are in differing paths, an explicit 
ACK is adopted where it shows that PRN has not received the ACK 
which is then retransmitted to PRN using an intermediate node.

Simple and Efficient Adaptive Data Dissemination (SEAD)
Simple and Efficient Adaptive Data Dissemination (SEAD) proto-

col is used to achieve fast and reliable data dissemination within 
limited bandwidth. SEAD aims to overcome a broadcast storm 
problem, minimize an E2E delay, and maximize a packet delivery 
ratio [97]. A redundancy ratio metric (r) is inversely proportional 
to the probability of rebroadcasting. r is calculated as follows:

r = The number of received messages (original + duplicate)

The number of new messages (original)
.

(12)

The redundancy ratio metric is updated after receiving a new 
message. The messages from a front vehicle are treated as new 
messages and stored in a vehicle’s data buffer, and then they are 
further retransmitted. On the other hand, the messages from be-
hind are considered as ACK. Waiting time Wt for a message in 
SEAD is calculated as:

Wt =
[

Nt ·
(

1 − min(Dij, R)

R

)]
· δ, (13)

where Nt is the fixed number of slots, R is the average transition 
rate, δ > 1, and Dij is the distance between a transmitter i and a 
receiver j. Rebroadcasting probability P is calculated as follows:
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Table 6
Comparison of delay-sensitive data dissemination performance modeling approaches in VANET.

Delay-sensitive

Performance modeling 
idea

Description Routing 
protocol

Simulation 
platform

Evaluation 
mode

Performance metrics Future scope

Cloud-assisted Message 
Downlink 
dissemination Scheme 
(CMDS) [92]

Rapid message dissemination using 
cloud computing technologies
Safety messages are delivered from 
cloud to gateway and then to 
vehicles

Broadcast 
(I2V)

OMNeT++ Simulation + 
Analysis

Data dissemination 
delay
Communication 
overhead

4G and 5G 
implementation

Urban Multi-hop 
Broadcast Protocol 
(UMBP) [45]

Lowering emergency message 
dissemination delay and reducing 
redundancy
For selecting neighboring nodes, it 
uses iterative partition, mini-slot and 
black-burst
Bi-directional, multi-directional and 
directional broadcasting is used

Broadcast 
(I2V, V2V)

NS-2 Simulation + 
Analysis

Data dissemination 
delay
Message propagation 
speed

More complex road 
structure in ITS

Position-based 
Multi-hop Broadcast 
(PMB) [96]

Disseminate warning messages only 
in one-way lane
Calculates waiting time to select the 
rebroadcast nodes

Broadcast 
(I2V)

NS-2 Simulation + 
Analysis

End-to-End delay
Reachability
Packet collision
Saved rebroadcast

4G and 5G 
implementation

Simple and Efficient 
Adaptive Data 
Dissemination (SEAD) 
[97]

Reducing excessive re transmission 
messages
Hybrid broadcast protocol (delay and 
probability)

Broadcast 
(I2V)

NS-3 Simulation Packet delivery ration
Forwarding ratio
End-to-End delay
Packet drop ratio

Accommodate SEAD 
to sparse networks

Speed Adaptive 
Broadcast (SAB) [94]

Scalable data dissemination
Probabilistic speed adaptive broadcast

Broadcast 
(I2V)

OMNeT++ Simulation Data dissemination 
delay
Communication 
overhead
Data delivery ratio

Supports sparsely 
connected networks

Density-aware 
Emergency message 
Extension Protocol 
(DEEP) [98]

Resolve broadcast storm problem
Delivers emergency messages in 
specific area

Broadcast 
(I2V)

NS-2 Simulation Propagation delay
Successful delivery 
ratio

Heterogeneous 
message 
dissemination

A vehicle-assisted 
computing framework 
for delay-sensitive 
application, VFog [99]

Provide computing facilities from fog 
vehicles
IoT in vehicular network

Broadcast 
and 
unicast 
(V2V)

OMNeT++ Simulation Transmission delay,
Packet delivery ratio,
efficiency

Users incorporate 
own task scheduling 
algorithms

End-to-end backlog 
and delay bound 
analysis [100]

Consider stochastic network traffic
Adopts scheduling policies such as 
static priority, first in first out and 
earliest deadline first

Unicast 
(V2V)

Not specified Simulation End-to-end delay Investigated for 
dense network

Mobility-aware and 
collision-avoidance 
MAC, MoMAC [101]

TDMA-based medium access control 
protocol
Assign every vehicle a time slot 
according to a road topology and 
lane distribution

Broadcast 
(V2V)

SUMO Simulation Rate of collision,
Rate of safety message 
transmission,
Rate of safety message 
reception

Utilizes RSUs to act 
as coordinators
Pi = (2α)i+1∏i
k=0 rk

, (14)

where α is a fixed valued parameter.

Speed Adaptive Broadcast
Speed Adaptive Broadcast (SAB) is proposed as a scalable data 

dissemination scheme to minimize extra communication overhead 
in multi-hop V2V. It aims to achieve scalability and reliability, and 
to minimize overhead [94]. Probabilistic SAB (P-SAB) is based on 
a broadcasting method that uses speed in VANET broadcasting. 
It reduces the number of redundant data packets to overcome a 
broadcast storm problem. Slotted SAB (S-SAB) suppresses unnec-
essary broadcasts to minimize broadcasting overhead. It estimates 
traffic regime dynamically at each hop so that a lesser number of 
vehicles can forward the data. Speed ratio Vr is calculated as:

Vr = V

V f
, (15)

where V is the current vehicle speed and V f is the maximum 
vehicle speed as a speed limit. The road is under high congestion 
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if Vr approaches zero. On the other hand, the road is under light 
traffic condition if Vr approaches one. Vr in S-SAB is used for delay 
calculation.

Density-aware Emergency Message Extension Protocol (DEEP)
Density-aware Emergency Message Extension Protocol (DEEP) 

aims to resolve the broadcasting storm and attains high reliabil-
ity and low dissemination delay. DEEP uses a multi-lane freeway 
scenario which is divided into three segments. Segment ‘A’ is sup-
posed to be an accident area. Segment ‘B’ comes right after ‘A’ 
and segment ‘C’ is the hot-spot area where vehicles can exit the 
accident area if a data packet is disseminated to them on time 
[98]. In Source Vehicle Adaptive Algorithm (SVAA), the vehicle that 
receives the message ensures that the message is new and it is 
broadcasted by a vehicle ahead of it. The vehicle then forwards it 
according to a fast forwarding protocol. Following Vehicle Adaptive 
Algorithm (FVAA), it is ensured that every vehicle in a hot-spot 
area should receive a message and change the message’s route to-
wards its destination. For a fast forwarding mechanism, a vehicle’s 
coverage area is divided into blocks of different sizes. Smaller block 
sizes are selected for high-density traffic while larger block sizes 
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Table 7
Pros and cons of selected performance models for data dissemination in VANET.

Models Pros Cons

Ant colony optimization 
[76]

• Search can be conducted in parallel among a
population.
• It can adapt to changes such as novel distances.
• It discovers reasonable solutions rapidly.

• There is a probability of change in each iteration.
• Difficulty in theoretical analysis and has more
experimental basis than theoretical research.
• Uncertain convergence time.

Carry and forward [77] • In the carry and forward strategy, when a node
cannot contact other nodes, it stores the packet, and
forwarding is done based on some metric of
neighbor node.

• Due to the change of topology and traffic density, it
causes considerable delay.

Multi-Hop Broadcast [45] • It offers Bidirectional broadcast, multi-directional
broadcast, and directional broadcast.
• Lower emergency message transmission delay and
reduce message redundancy.

• The hidden terminal problem is alleviated when
vehicle density goes up.

Cloud-Assisted Safety 
Message [92]

• Operates with various communication and
cloud computing technologies.
• Design a parallel multipoint message dissemination
approach to reduce packet loss, delay, and message
redundancy.

• Prearranged bus routes and schedules may vary in
different urban scenarios, which, to some degree, may
have an impact on the performance.

Novel Position-based [96] • Guarantees to use fewer nodes to rebroadcast
warning packets.
• Uses two way lane mode.

• Causes delay due to hidden terminal problem and
change of topology.

SEAD [97] • Efficiency is achieved by reducing excessive
re-transmitted messages by considering three
parameters, i.e., distance, traffic density, and message
direction for data broadcast decisions.

• SEAD does not consider the vehicle’s position,
speed, and direction for data dissemination, which
may cause delay and packet loss.

Speed Adaptive Broadcast 
[94]

• Considers the vehicle’s speed to provide scalable
broadcast without extra overhead as it does not
require neighbor information.

• It does not consider traffic density which may
affect the efficiency of the network.

DEEP [98] • DEEP considers traffic density to resolve the
broadcast storm problem, achieves low dissemination
delay, and provides high reliability by delivering an
emergency message to a specific area.

• DEEP does not consider the heterogeneity of
message dissemination, vehicle speed, and network
complexity.
are selected for low-density traffic. The information of a block size 
in a relay node is forwarded by a source with a flag to a receiving 
node. But if a relay node does not receive another message within 
a deferral timeout T O , it is assumed that collision has happened 
between messages. T O is calculated as follows:

T O = Tslot · Area

O x O y
, (16)

where Area
O x O y is the total number of blocks in a transmission area.

The summarized advantages and disadvantage of each identi-
fied performance model for data dissemination in VANET are pre-
sented in Table 7. Syed Sarmad Shah et al. [99] propose a vehicular 
Fog framework (vFog) that is designed to provide a computing fa-
cility from nearby fog vehicles without any support from RSUs. 
vFog framework supports two types of vehicles: 1) fog vehicles 
that provide computation to user vehicles; and 2) user vehicles 
that can only request resources. The authors in [100] propose 
an End-to-End Backlog and Delay Bound Analysis for Multi-Hop 
Vehicular Ad Hoc Networks. For such analysis, the authors con-
sider the traffic characteristics of the stochastic network and the 
highly dynamic channel environment by using the martingale the-
ory. Feng Lyu et al. [101] propose a Mobility-aware and collision-
avoidance MAC for safety applications in VANETs (MoMAC), that 
assigns a time slot to every vehicle according to the mobility of 
vehicles, depending on road topology and lane distribution. In Mo-
MAC, lanes and road segments are associated with disjoint time 
slot sets. Each vehicle broadcasts safety messages along with the 
time slot having information of neighboring vehicles. Time slot 
collision detection and accessing a vacant time slot in a fully dis-
tributed way is done by updating two-hop neighbors’ time slot 
occupying information.
14
5. Challenges in data dissemination for VANET

This section presents the main challenges in data dissemina-
tion and their implications for VANET applications. The following 
are the primary data dissemination’s research challenges to be ad-
dressed with VANET applications.

5.1. Security

In general, the most critical problem for data dissemination 
in VANET is security. The secure message processing and sharing 
in VANET will require effective security frameworks. Several net-
work protection challenges in VANET are similar to those encoun-
tered in conventional wireless networks. However, due to the un-
bounded network’s scale, high mobility, regular topology changes, 
and frequent exchange of information, the security problems in 
VANET are inherent and particular. Apart from these issues, pri-
vacy concerns are hard to accommodate with authentication and 
non-repudiation apprehensions [102]. Moreover, due to some char-
acteristics of VANET, such as low overhead requirement because of 
time constraint, nodes communication with minimal hops, routing 
nodes’ information storage, and adjusted data dissemination solu-
tions, there is a high demand for new security protocols [103–105]. 
Regardless of the available solutions addressing the security issues 
in VANET, there is a high demand for new reliable communica-
tion protocols to be examined that consider heterogeneous ve-
hicular networks’ unique characteristics. An additional concern is 
preventing attackers from intruding on the confidentiality of ex-
changed messages and affecting the system’s availability. Apart 
from standard security specifications such as anonymity, authen-
tication, confidentiality, and DDoS protection, VANET is highly vul-
nerable to brutal attacks, i.e., disable the steering or braking sys-
tems. Integrating security mechanisms is critical within a VANET 
when it comes to safety data dissemination [106,107]. Customers 
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will not consider warning systems unless they are given confi-
dence, protection, and dependability. The most important security 
concern within a VANET is the establishment of trust [108]. Inte-
grating protection schemes into VANET applications, on the other 
hand, would lengthen the time it takes for messages to reach their 
destination.

5.2. Ensuring effective information dissemination

The challenge of disseminating traffic information effectively 
and accurately in VANET is essential to tackle. In traditional net-
work infrastructures, such as the Internet, data is usually unicas-
ted, while in VANET, traffic information necessitates broadcasting 
since knowledge about traffic is intended for the public usage, 
not for an individual entity [109]. As a result, disseminating traf-
fic information using a broadcasting scheme is preferable to a 
unicasting-based routing method and is widely used. The benefit 
of the broadcasting scheme is to enable a vehicle to not require 
or be aware of the destination address or the path to a particular 
location. Consequently, it alleviates numerous VANET issues such 
as predictive mobility, address resolution, route discovery, and dy-
namic topology. In the case where the VANET infrastructure is un-
available, two transmission mechanisms, i.e., relaying and flooding, 
should be considered for information dissemination. The flooding 
strategy, however, usually results in a lot of contact traffic. Thus, 
avoiding the transmission storm issue is a significant challenge for 
the flooding approach [110].

5.3. Inconstant network density

The density of VANET can be very high in urban scenarios with 
hundreds of vehicles in a relatively small area due to traffic jam 
or can be very low due to low traffic on some faraway routes. 
Medium access control protocols must be designed accordingly to 
prevent transmission errors and confrontations [111]. Moreover, 
protocols that are more informed of possible disconnections in 
highway scenarios, where the topology can be thinner, and con-
nectivity is more fragmental, should be deployed [112]. In order to 
have a good data transfer, vehicles traveling in both situations, i.e., 
high and low traffic density, must be able to adjust their behavior 
to network density variations.

5.4. Repeated link disconnections

Owing to the enormous mobility characteristic of vehicles in a 
VANET, the network’s topology changes rapidly and causes inter-
mittent connectivity between a source and its destination [113]. 
Furthermore, due to repeated link disconnections, network re-
sources allocated to vehicles are wasted [114]. There are various 
routing protocols proposed for high mobility and high packet loss 
in VANET; however, the fast change in network topology owing 
to vehicles’ mobility speed still presents challenges that are hard 
to tackle, so this paper proposes an efficient and effective solu-
tion. Therefore, constant connectivity analysis and management of 
mobility-aware resources are critical.

5.5. Heterogeneity of applications

As VANET offers a variety of infotainment and road safety ap-
plications, it is important to develop an effective and efficient 
communication strategy to ensure vehicle safety while also provid-
ing high-quality infotainment services in a heterogeneous applica-
tions environment. Infotainment application generally necessitates 
higher throughput, lower packet loss, and higher resource utiliza-
tion than road safety applications which requires high reliability. 
It is obvious that a high priority should be given to road safety 
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applications. Hence, network resource allocation approaches and 
access protocols should be managed in a way to guarantee effec-
tive, timely, and reliable communications between all the vehicles 
on the network [115].

5.6. Node collaboration

The assumption that every node in data dissemination proto-
cols in VANET is prepared to collaborate and share its resources 
to connect other nodes is not always valid [116,117]. In some 
cases, certain nodes may engage in making services available to 
other nodes while refusing to allow the same nodes to use their 
resources, showing selfish behavior. Protocols and processes will 
need to implement efficient incentive, penalty, debt, and credit 
schemes for VANET to ensure that selfish nodes are identified and 
managed accordingly.

5.7. Implementation complications

The major hurdles towards implementing VANET data dissemi-
nation models are the cost, credibility, scalability, and performance 
issues. These issues are being tackled in numerous ways, including 
standardization of the modeling approaches, communication pro-
tocols, and network security. Moreover, with the constant demand 
and generation of multimedia contents, such as video, audio, and 
pictures on VANETs, the requirement of more extensive network 
capabilities for transmission is highly in demand. The contents of 
such kinds of multimedia are transmitted into numerous packets. 
However, various network limitations make the reliable delivery of 
the contents more challenging.

6. Conclusion

VANET has attracted a greater attention of researchers due to 
its higher mobility, dynamic connectivity, and non-centralized ad-
ministration. However, most of the traditional data dissemination 
techniques are inefficient on VANET due to its limited degree of 
connection. This paper firstly presents the existing methods related 
to data dissemination and outlines the categories of important is-
sues that can be addressed for data collection in VANET. This paper 
outlines the existing surveys that are available in the literature for 
data dissemination in VANET. This paper performs a systematic lit-
erature review of the existing techniques on data dissemination. 
Moreover, this paper presents a detailed comparison of perfor-
mance modeling approaches in delay-tolerant and delay-sensitive 
data dissemination in VANET. The main goal of this paper is to 
provide an enhanced understanding of the state-of-the-art devel-
opments with regards to data dissemination in VANET. Therefore, 
it is believed that this paper helps the researchers to get a clear 
view and understand the recent and well-reputed data dissemina-
tion approaches in VANET.

Declaration of competing interest

The authors declare that they have no known competing finan-
cial interests or personal relationships that could have appeared to 
influence the work reported in this paper.

Acknowledgements

This work was supported by the National Research Founda-
tion of Korea (NRF) grant funded by the Korea Ministry of Science 
and ICT (MSIT) (No. 2020R1F1A1048263). This work was supported 
in part by Institute of Information & Communications Technology 
Planning & Evaluation (IITP) grant funded by the Korea government 
(MSIT) (No. 2019-0-01343, Regional strategic industry convergence 



H. Shahwani, S. Attique Shah, M. Ashraf et al. Vehicular Communications 34 (2022) 100420
security core talent training business). The authors would like to 
thank BUITEMS ORIC large scale research grants under the GOB 
grant in aid fund for research and studies for the fiscal year 2020-
21.

References

[1] Sherali Zeadally, J. Guerrero, J. Contreras, A tutorial survey on vehicle-to-
vehicle communications, Telecommun. Syst. 73 (3) (2020) 469–489.

[2] Kevin Bylykbashi, Ermioni Qafzezi, Makoto Ikeda, Keita Matsuo, Leonard 
Barolli, Fuzzy-based driver monitoring system (fdms): implementation of two 
intelligent fdmss and a testbed for safe driving in vanets, Future Gener. Com-
put. Syst. 105 (2020) 665–674.

[3] Emara Karim, Safety-aware location privacy in vanet: evaluation and compar-
ison, IEEE Trans. Veh. Technol. 66 (12) (2017) 10718–10731.

[4] Manuel Fogue, Piedad Garrido, Francisco J. Martinez, Juan-Carlos Cano, Carlos 
T. Calafate, Pietro Manzoni, Automatic accident detection: assistance through 
communication technologies and vehicles, IEEE Veh. Technol. Mag. 7 (3) 
(2012) 90–100.

[5] Orcan Alpar, Radoslav Stojic, Intelligent collision warning using license plate 
segmentation, J. Intell. Transp. Syst. 20 (6) (2016) 487–499.

[6] Chang Wang, Qinyu Sun, Yingshi Guo, Rui Fu, Wei Yuan, Improving the user 
acceptability of advanced driver assistance systems based on different driving 
styles: a case study of lane change warning systems, IEEE Trans. Intell. Transp. 
Syst. 21 (10) (2019) 4196–4208.

[7] Navid Ali Khan, N.Z. Jhanjhi, Sarfraz Nawaz Brohi, Raja Sher Afgun Usmani, 
Anand Nayyar, Smart traffic monitoring system using unmanned aerial vehi-
cles (UAVs), Comput. Commun. 157 (2020) 434–443.

[8] Sahil Khatri, Hrishikesh Vachhani, Shalin Shah, Jitendra Bhatia, Manish 
Chaturvedi, Sudeep Tanwar, Neeraj Kumar, Machine learning models and tech-
niques for vanet based traffic management: implementation issues and chal-
lenges, Peer-to-Peer Netw. Appl. 14 (3) (2021) 1778–1805.

[9] Malik Haris, Jin Hou, Obstacle detection and safely navigate the autonomous 
vehicle from unexpected obstacles on the driving lane, Sensors 20 (17) (2020) 
4719.

[10] Ronan Doolan, Gabriel-Miro Muntean, Ecotrec—a novel vanet-based approach 
to reducing vehicle emissions, IEEE Trans. Intell. Transp. Syst. 18 (3) (2016) 
608–620.

[11] Manuel Fogue, Piedad Garrido, Francisco J. Martinez, Juan-Carlos Cano, Car-
los T. Calafate, Pietro Manzoni, A novel approach for traffic accidents sanitary 
resource allocation based on multi-objective genetic algorithms, Expert Syst. 
Appl. 40 (1) (2013) 323–336.

[12] M. Mazhar Rathore, Anand Paul, Seungmin Rho, Murad Khan, S. Vimal, Syed 
Attique Shah, Smart traffic control: identifying driving-violations using fog de-
vices with vehicular cameras in smart cities, Sustainable Cities and Society 71 
(2021) 102986.

[13] M. Mazhar Rathore, Syed Attique Shah, Ahmed Awad, Dhirendra Shukla, Shan-
muganathan Vimal, Anand Paul, A cyber-physical system and graph-based ap-
proach for transportation management in smart cities, Sustainability 13 (14) 
(2021) 7606.

[14] Md Imrul Hassan, Hai L. Vu, Taka Sakurai, Performance analysis of the IEEE
802.11 mac protocol for dsrc safety applications, IEEE Trans. Veh. Technol. 
60 (8) (2011) 3882–3896.

[15] John B. Kenney, Dedicated short-range communications (dsrc) standards in 
the United States, Proc. IEEE 99 (7) (2011) 1162–1182.

[16] Khalid Abdel Hafeez, Lian Zhao, Bobby Ma, Jon W. Mark, Performance analysis 
and enhancement of the dsrc for vanet’s safety applications, IEEE Trans. Veh. 
Technol. 62 (7) (2013) 3069–3083.

[17] Xiaoyun Liu, Gongjun Yan, Analytically modeling data dissemination in vehic-
ular ad hoc networks, Ad Hoc Netw. 52 (2016) 17–27.

[18] Syed Sarmad Shah, Asad Waqar Malik, Anis U. Rahman, Sohail Iqbal, Samee 
U. Khan, Time barrier-based emergency message dissemination in vehicular 
ad-hoc networks, IEEE Access 7 (2019) 16494–16503.

[19] DNS Ravi Kumar, S. Barani, Epidemic and transmission priority based data dis-
semination model in vehichular adhoc networks (vanets), Peer-to-Peer Netw. 
Appl. (2020) 1–13.

[20] Hamayoun Shahwani, Jaehoon Paul Jeong, Jitae Shin, A safe lane change for 
semi-automated vehicles in VANET, in: International Technical Conference on 
Circuits, Systems, Computers, and Communications (ITC-CSCC), Busan, Korea, 
2017, pp. 302–305.

[21] Hamayoun Shahwani, Jaehoon Paul Jeong, Jitae Shin, Priority-destination-
based rerouting of vehicles in time of accident, in: Proceedings of the Interna-
tional Conference on Research Advances in Engineering, Technology, Science 
and Management (TECH INSIGHT), Dubai, UAE, 2018, pp. 1–4.

[22] Yiwen Shen, Jinho Lee, Hohyeon Jeong, Jaehoon Jeong, Eunseok Lee, David 
Du HC, Saint+: self-adaptive interactive navigation tool+ for emergency ser-
vice delivery optimization, IEEE Trans. Intell. Transp. Syst. 19 (4) (2017) 
1038–1053.
16
[23] Shaik Shafi, D. Venkata Ratnam, A cross layer cluster based routing ap-
proach for efficient multimedia data dissemination with improved reliability 
in vanets, Wirel. Pers. Commun. 107 (4) (2019) 2173–2190.

[24] Yaoxin Duan, Victor CS Lee, Kam-Yiu Lam, Wendi Nie, Kai Liu, A cross-layer 
design for data dissemination in vehicular ad hoc networks, Neural Comput. 
Appl. 31 (7) (2019) 2869–2887.

[25] Ion Turcanu, Pierpaolo Salvo, Andrea Baiocchi, Francesca Cuomo, An inte-
grated vanet-based data dissemination and collection protocol for complex 
urban scenarios, Ad Hoc Netw. 52 (2016) 28–38.

[26] Yuhong Li, Xinyue Shi, Anders Lindgren, Zhuo Hu, Peng Zhang, Di Jin, 
Yingchao Zhou, Context-aware data dissemination for icn-based vehicular ad 
hoc networks, Information 9 (11) (2018) 263.

[27] Jitendra Bhatia, Parth Kakadia, Madhuri Bhavsar, Sudeep Tanwar, SDN-enabled 
network coding-based secure data dissemination in vanet environment, IEEE 
Int. Things J. 7 (7) (2019) 6078–6087.

[28] Xinyang Deng, Tianhan Gao, Electronic payment schemes based on blockchain 
in vanets, IEEE Access 8 (2020) 38296–38303.

[29] J. Prakash, N. Sengottaiyan, S. Anbukaruppusamy, Fuel consumption and delay 
aware traffic scheduling in vanet environment, Wirel. Pers. Commun. 117 (4) 
(2021) 3173–3191.

[30] Wei Ying Yi, Kin Ming Lo, Terrence Mak, Kwong Sak Leung, Yee Leung, Mei 
Ling Meng, A survey of wireless sensor network based air pollution monitor-
ing systems, Sensors 15 (12) (2015) 31392–31427.

[31] Chang Guo, Demin Li, Guanglin Zhang, Menglin Zhai, Real-time path planning 
in urban area via vanet-assisted traffic information sharing, IEEE Trans. Veh. 
Technol. 67 (7) (2018) 5635–5649.

[32] Vijay Kumar Yadav, Shekhar Verma, S. Venkatesan, Efficient and secure 
location-based services scheme in vanet, IEEE Trans. Veh. Technol. 69 (11) 
(2020) 13567–13578.

[33] Jyun-Yan Yang, Li-Der Chou, Li-Ming Tseng, Yi-Ming Chen, Autonomic navi-
gation system based on predicted traffic and vanets, Wirel. Pers. Commun. 
92 (2) (2017) 515–546.

[34] Abdelfettah Mabrouk, Assia Naja, Omar Ait Oualhaj, Abdellatif Kobbane, Mo-
hamed Boulmalf, A cooperative game based mechanism for autonomous or-
ganization and ubiquitous connectivity in vanets, Simul. Model. Pract. Theory 
107 (2021) 102213.

[35] Shahid Latif, Saeed Mahfooz, Bilal Jan, Naveed Ahmad, Yue Cao, Muhammad 
Asif, A comparative study of scenario-driven multi-hop broadcast protocols 
for vanets, Vehicular Communications 12 (2018) 88–109.

[36] Lei Liu, Chen Chen, Tie Qiu, Mengyuan Zhang, Siyu Li, Bin Zhou, A data 
dissemination scheme based on clustering and probabilistic broadcasting in 
vanets, Vehicular Communications 13 (2018) 78–88.

[37] Oscar Gama, Alexandre Santos, Antonio Costa, Maria João Nicolau, Bruno Dias, 
Joaquim Macedo, Bruno Ribeiro, Fabio Goncalves, Joao Simoes, Evaluation of 
push and pull communication models on a vanet with virtual traffic lights, 
Information 11 (11) (2020) 510.

[38] Victor Sandonis, Ignacio Soto, Maria Calderon, Manuel Urueña, Vehicle to 
Internet communications using the etsi its geonetworking protocol, Trans. 
Emerg. Telecommun. Technol. 27 (3) (2016) 373–391.

[39] Barbara Kitchenham, O. Pearl Brereton, David Budgen, Mark Turner, John Bai-
ley, Stephen Linkman, Systematic literature reviews in software engineering–a 
systematic literature review, Inf. Softw. Technol. 51 (1) (2009) 7–15.

[40] Barbara Kitchenham, Stuart Charters, Guidelines for performing systematic lit-
erature reviews in software engineering, EBSE Technical Report, 2007.

[41] Barbara Kitchenham, Procedures for performing systematic reviews, vol. 33, 
Keele University, Keele, UK, 2004, pp. 1–26.

[42] Julian PT Higgins, Cochrane handbook for systematic reviews of interventions 
version 5.0 1. The cochrane collaboration, http://www.cochrane -handbook.org, 
2008.

[43] Khadige Abboud, Weihua Zhuang, Stochastic modeling of single-hop cluster 
stability in vehicular ad hoc networks, IEEE Trans. Veh. Technol. 65 (1) (2015) 
226–240.

[44] Khadige Abboud, Weihua Zhuang, Stochastic analysis of a single-hop commu-
nication link in vehicular ad hoc networks, IEEE Trans. Intell. Transp. Syst. 
15 (5) (2014) 2297–2307.

[45] Yuanguo Bi, Hangguan Shan, Xuemin Sherman Shen, Ning Wang, Hai Zhao, 
A multi-hop broadcast protocol for emergency message dissemination in ur-
ban vehicular ad hoc networks, IEEE Trans. Intell. Transp. Syst. 17 (3) (2015) 
736–750.

[46] Armir Bujari, Mauro Conti, Carla De Francesco, Claudio E. Palazzi, Fast multi-
hop broadcast of alert messages in vanets: an analytical model, Ad Hoc Netw. 
82 (2019) 126–133.

[47] Abir Mchergui, Tarek Moulahi, Bechir Alaya, Salem Nasri, A survey and com-
parative study of qos aware broadcasting techniques in vanet, Telecommun. 
Syst. 66 (2) (2017) 253–281.

[48] Abhay Katiyar, Dinesh Singh, Rama Shankar Yadav, State-of-the-art approach 
to clustering protocols in vanet: a survey, Wirel. Netw. 26 (7) (2020) 
5307–5336.

[49] Lei Tang, Zongtao Duan, Yishui Zhu, Data dissemination in service discovery 
for vehicular ad hoc networks: a survey, IET Intell. Transp. Syst. 12 (10) (2018) 
1189–1200.

http://refhub.elsevier.com/S2214-2096(21)00089-9/bib385303FCEF97C7FA2DCF4A50C2D3E6CEs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib385303FCEF97C7FA2DCF4A50C2D3E6CEs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibAD59EFCD17B79F680B093BCF8CAAA363s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibAD59EFCD17B79F680B093BCF8CAAA363s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibAD59EFCD17B79F680B093BCF8CAAA363s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibAD59EFCD17B79F680B093BCF8CAAA363s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib3AC1D6422B7104DF3C6302B1D972E7C7s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib3AC1D6422B7104DF3C6302B1D972E7C7s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibDAF92DF666D4B2FF7898781027E30987s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibDAF92DF666D4B2FF7898781027E30987s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibDAF92DF666D4B2FF7898781027E30987s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibDAF92DF666D4B2FF7898781027E30987s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib897EB9232170D2F4992BC3C8E3EC56A3s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib897EB9232170D2F4992BC3C8E3EC56A3s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib4B1B4DC8CF38B3C64B1D657DA8F5AC8Cs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib4B1B4DC8CF38B3C64B1D657DA8F5AC8Cs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib4B1B4DC8CF38B3C64B1D657DA8F5AC8Cs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib4B1B4DC8CF38B3C64B1D657DA8F5AC8Cs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibC776AC0E97ABAE4485DC424A917655CAs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibC776AC0E97ABAE4485DC424A917655CAs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibC776AC0E97ABAE4485DC424A917655CAs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF23EC2B6949CC8013ED6D982217CACEBs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF23EC2B6949CC8013ED6D982217CACEBs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF23EC2B6949CC8013ED6D982217CACEBs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF23EC2B6949CC8013ED6D982217CACEBs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibB4EF020C5C64CBE75FC1A5FA4606CFCFs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibB4EF020C5C64CBE75FC1A5FA4606CFCFs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibB4EF020C5C64CBE75FC1A5FA4606CFCFs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib9165F9E0FE204E53145EA4C39AEFE9F4s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib9165F9E0FE204E53145EA4C39AEFE9F4s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib9165F9E0FE204E53145EA4C39AEFE9F4s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibB5580EF2D024629DE4DCB20890723844s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibB5580EF2D024629DE4DCB20890723844s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibB5580EF2D024629DE4DCB20890723844s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibB5580EF2D024629DE4DCB20890723844s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib8F4E19630366C72F3272588B750BA643s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib8F4E19630366C72F3272588B750BA643s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib8F4E19630366C72F3272588B750BA643s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib8F4E19630366C72F3272588B750BA643s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib5F18442FF6512735FAFD2D26C6F0CBBCs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib5F18442FF6512735FAFD2D26C6F0CBBCs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib5F18442FF6512735FAFD2D26C6F0CBBCs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib5F18442FF6512735FAFD2D26C6F0CBBCs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib229F33A24DC86567316B7EF261F13609s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib229F33A24DC86567316B7EF261F13609s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib229F33A24DC86567316B7EF261F13609s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib1E91E3F7CAAC28A6F7D28C48DBA12F05s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib1E91E3F7CAAC28A6F7D28C48DBA12F05s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib91CC4DD65A9631E450144771A56CCE97s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib91CC4DD65A9631E450144771A56CCE97s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib91CC4DD65A9631E450144771A56CCE97s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib149A4A13FDAE62B1B86A9AB16CBA2586s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib149A4A13FDAE62B1B86A9AB16CBA2586s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib31894AFE07BA7130DF7E85E87AAAD885s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib31894AFE07BA7130DF7E85E87AAAD885s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib31894AFE07BA7130DF7E85E87AAAD885s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibAD9A9E4B1BCDE516B3784570C2BAD411s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibAD9A9E4B1BCDE516B3784570C2BAD411s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibAD9A9E4B1BCDE516B3784570C2BAD411s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib4D4B07AE1828273D5CF5DE68B2B7D817s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib4D4B07AE1828273D5CF5DE68B2B7D817s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib4D4B07AE1828273D5CF5DE68B2B7D817s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib4D4B07AE1828273D5CF5DE68B2B7D817s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib6E17DA6D9CAF83399F77D2EFCCA3B340s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib6E17DA6D9CAF83399F77D2EFCCA3B340s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib6E17DA6D9CAF83399F77D2EFCCA3B340s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib6E17DA6D9CAF83399F77D2EFCCA3B340s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib738848C0B2942156E53CF841E72D7AD1s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib738848C0B2942156E53CF841E72D7AD1s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib738848C0B2942156E53CF841E72D7AD1s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib738848C0B2942156E53CF841E72D7AD1s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib2935F829FDDF1AEA03AA8CEBE1E14BFDs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib2935F829FDDF1AEA03AA8CEBE1E14BFDs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib2935F829FDDF1AEA03AA8CEBE1E14BFDs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF7553126B7E87F2184B486D767C134DFs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF7553126B7E87F2184B486D767C134DFs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF7553126B7E87F2184B486D767C134DFs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib0F123343CCC3DA8B93431E954A5F0421s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib0F123343CCC3DA8B93431E954A5F0421s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib0F123343CCC3DA8B93431E954A5F0421s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib69F2DDE02E2BA7888E833DEA3A39357Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib69F2DDE02E2BA7888E833DEA3A39357Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib69F2DDE02E2BA7888E833DEA3A39357Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib610026F136E587DB875F8E2E7DAEB28Cs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib610026F136E587DB875F8E2E7DAEB28Cs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib610026F136E587DB875F8E2E7DAEB28Cs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib28C347224764D3E449AF6C89B8FCAD9Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib28C347224764D3E449AF6C89B8FCAD9Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF7E07CABB2517A8F08FB9A1C483F17C2s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF7E07CABB2517A8F08FB9A1C483F17C2s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF7E07CABB2517A8F08FB9A1C483F17C2s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA6AA343E9A96F2199BAAF3238E3558B9s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA6AA343E9A96F2199BAAF3238E3558B9s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA6AA343E9A96F2199BAAF3238E3558B9s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA62039D575B4B6EA3DE4E3D1E94B937Bs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA62039D575B4B6EA3DE4E3D1E94B937Bs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA62039D575B4B6EA3DE4E3D1E94B937Bs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib2D65D8731BBB6F3566908B822EBE3276s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib2D65D8731BBB6F3566908B822EBE3276s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib2D65D8731BBB6F3566908B822EBE3276s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE51462D9912EDCF6BE7082E6C254D1AEs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE51462D9912EDCF6BE7082E6C254D1AEs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE51462D9912EDCF6BE7082E6C254D1AEs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE879C892A8256478A79CADF5C42CB260s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE879C892A8256478A79CADF5C42CB260s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE879C892A8256478A79CADF5C42CB260s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE879C892A8256478A79CADF5C42CB260s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib71406ECE11B95ADBA7CA5C79F7F40B5Ds1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib71406ECE11B95ADBA7CA5C79F7F40B5Ds1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib71406ECE11B95ADBA7CA5C79F7F40B5Ds1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibBFE2D37A586EAF4AC38BC8B253325224s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibBFE2D37A586EAF4AC38BC8B253325224s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibBFE2D37A586EAF4AC38BC8B253325224s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibFD9A7F3E86F111E86DBB7857EDA14F56s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibFD9A7F3E86F111E86DBB7857EDA14F56s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibFD9A7F3E86F111E86DBB7857EDA14F56s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibFD9A7F3E86F111E86DBB7857EDA14F56s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib775656E1F572FCD8D073B178AB928350s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib775656E1F572FCD8D073B178AB928350s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib775656E1F572FCD8D073B178AB928350s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib102F75387E7C5AE8691AE6D71F278505s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib102F75387E7C5AE8691AE6D71F278505s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib102F75387E7C5AE8691AE6D71F278505s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib17812CE4D4D465910FFD28A45FC84C3As1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib17812CE4D4D465910FFD28A45FC84C3As1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib599427DF262C57881E1AED46CB1D4DB4s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib599427DF262C57881E1AED46CB1D4DB4s1
http://www.cochrane-handbook.org
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib7A1B407A366849AAA4869158BBEEFF4Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib7A1B407A366849AAA4869158BBEEFF4Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib7A1B407A366849AAA4869158BBEEFF4Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib978D7C1C9E0EC6642F7DC58A1BAB6E57s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib978D7C1C9E0EC6642F7DC58A1BAB6E57s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib978D7C1C9E0EC6642F7DC58A1BAB6E57s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF8E182D43056DDB9E5FD96FC764B2F65s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF8E182D43056DDB9E5FD96FC764B2F65s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF8E182D43056DDB9E5FD96FC764B2F65s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF8E182D43056DDB9E5FD96FC764B2F65s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib9FC3264C2E5EFE9DB3E4F98C4376D673s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib9FC3264C2E5EFE9DB3E4F98C4376D673s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib9FC3264C2E5EFE9DB3E4F98C4376D673s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib2D04A99B628D6D74421A8032B056A76Ds1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib2D04A99B628D6D74421A8032B056A76Ds1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib2D04A99B628D6D74421A8032B056A76Ds1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA02C6BF5C35026FE5130BAA5EB032445s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA02C6BF5C35026FE5130BAA5EB032445s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA02C6BF5C35026FE5130BAA5EB032445s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib73EBC0A398546D1B008C22D79949BB22s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib73EBC0A398546D1B008C22D79949BB22s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib73EBC0A398546D1B008C22D79949BB22s1


H. Shahwani, S. Attique Shah, M. Ashraf et al. Vehicular Communications 34 (2022) 100420
[50] Julio A. Sanguesa, Manuel Fogue, Piedad Garrido, Francisco J. Martinez, Juan-
Carlos Cano, Carlos T. Calafate, A survey and comparative study of broadcast 
warning message dissemination schemes for vanets, Mob. Inf. Syst. (2016) 
2016.

[51] Xiaomin Ma, Xiaoyan Yin, Kishor S. Trivedi, On the reliability of safety appli-
cations in vanets, Int. J. Perform. Eng. 8 (2) (2012) 115.

[52] Leandro A. Villas, Azzedine Boukerche, Horacio ABF De Oliveira, Regina B. De 
Araujo, Antonio AF Loureiro, A spatial correlation aware algorithm to perform 
efficient data collection in wireless sensor networks, Ad Hoc Netw. 12 (2014) 
69–85.

[53] Ying Zhu, Bin Xu, Xinghua Shi, Yu Wang, A survey of social-based routing in 
delay tolerant networks: positive and negative social effects, IEEE Commun. 
Surv. Tutor. 15 (1) (2012) 387–401.

[54] Azlan Awang, Khaleel Husain, Nidal Kamel, Sonia Aissa, Routing in vehicular 
ad-hoc networks: a survey on single- and cross-layer design techniques, and 
perspectives, IEEE Access 5 (2017) 9497–9517.

[55] Dongyao Jia, Kejie Lu, Jianping Wang, Xiang Zhang, Xuemin Shen, A survey on 
platoon-based vehicular cyber-physical systems, IEEE Commun. Surv. Tutor. 
18 (1) (2015) 263–284.

[56] Sooksan Panichpapiboon, Wasan Pattara-Atikom, A review of information dis-
semination protocols for vehicular ad hoc networks, IEEE Commun. Surv. Tu-
tor. 14 (3) (2011) 784–798.

[57] Hakima Khelifi, Senlin Luo, Boubakr Nour, Hassine Moungla, Yasir Faheem, 
Rasheed Hussain, Adlen Ksentini, Named data networking in vehicular ad hoc 
networks: state-of-the-art and challenges, IEEE Commun. Surv. Tutor. 22 (1) 
(2019) 320–351.

[58] Adnan Qayyum, Muhammad Usama, Junaid Qadir, Ala Al-Fuqaha, Securing 
connected & autonomous vehicles: challenges posed by adversarial machine 
learning and the way forward, IEEE Commun. Surv. Tutor. 22 (2) (2020) 
998–1026.

[59] Jiadai Wang, Jiajia Liu, Nei Kato, Networking and communications in au-
tonomous driving: a survey, IEEE Commun. Surv. Tutor. 21 (2) (2018) 
1243–1274.

[60] Haixia Peng Le Liang, Xuemin Shen, Geoffrey Li Ye, Vehicular communica-
tions: a network layer perspective, IEEE Trans. Veh. Technol. 68 (2) (2018) 
1064–1078.

[61] Ikram Ali, Alzubair Hassan, Fagen Li, Authentication and privacy schemes for 
vehicular ad hoc networks (vanets): a survey, Veh. Commun. 16 (2019) 45–61.

[62] Osama Rehman, Mohamed Ould-Khaoua, Hadj Bourdoucen, An adaptive relay 
nodes selection scheme for multi-hop broadcast in vanets, Comput. Commun. 
87 (2016) 76–90.

[63] Rasheed Hussain, Sangjin Kim, Heekuck Oh, Traffic information dissemination 
system: extending cooperative awareness among smart vehicles with only 
single-hop beacons in vanet, Wirel. Pers. Commun. 88 (2) (2016) 151–172.

[64] Yangyang Xia, Xiaoqi Qin, Baoling Liu, Ping Zhang, A greedy traffic light and 
queue aware routing protocol for urban vanets, China Commun. 15 (7) (2018) 
77–87.

[65] Boubakeur Moussaoui, Soufiene Djahel, Mohamed Smati, John Murphy, A 
cross layer approach for efficient multimedia data dissemination in vanets, 
Veh. Commun. 9 (2017) 127–134.

[66] Odilbek Urmonov, HyungWon Kim, A multi-hop data dissemination algorithm 
for vehicular communication, Computers 9 (2) (2020) 25.

[67] Manisha Chahal, Sandeep Harit, A stable and reliable data dissemination 
scheme based on intelligent forwarding in vanets, Int. J. Commun. Syst. 32 (3) 
(2019) e3869.

[68] Mazen Alowish, Yoshiaki Shiraishi, Yasuhiro Takano, Masami Mohri, Masakatu 
Morii, A novel software-defined networking controlled vehicular named-data 
networking for trustworthy emergency data dissemination and content re-
trieval assisted by evolved interest packet, International Journal of Distributed 
Sensor Networks 16 (3) (2020) 1550147720909280.

[69] Qinglei Kong, Rongxing Lu, Maode Ma, Haiyong Bao, A privacy-preserving and 
verifiable querying scheme in vehicular fog data dissemination, IEEE Trans. 
Veh. Technol. 68 (2) (2018) 1877–1887.

[70] Nishu Gupta, Arun Prakash, Rajeev Tripathi, Adaptive beaconing in mobil-
ity aware clustering based mac protocol for safety message dissemination in 
vanet, Wirel. Commun. Mob. Comput. (2017) 2017.

[71] Nishu Gupta, Ravikanti Manaswini, Bongaram Saikrishna, Francisco Silva, Ariel 
Teles, Authentication-based secure data dissemination protocol and frame-
work for 5g-enabled vanet, Future Internet 12 (4) (2020) 63.

[72] Saliha Benkerdagh, Claude Duvallet, Cluster-based emergency message dis-
semination strategy for vanet using v2v communication, Int. J. Commun. Syst. 
32 (5) (2019) e3897.

[73] Joahannes BD da Costa, Allan M. de Souza, Denis Rosário, Eduardo Cerqueira, 
Leandro A. Villas, Efficient data dissemination protocol based on complex net-
works’ metrics for urban vehicular networks, J. Internet Serv. Appl. 10 (1) 
(2019) 1–13.

[74] Debanjan Roy Chowdhury, Vinod Kumar Jain, Vrdd: vehicular relevance-based 
data dissemination in a vehicular ad hoc network, IET Intell. Transp. Syst. 
13 (12) (2019) 1792–1803.
17
[75] Guiyang Luo, Haibo Zhou, Nan Cheng, Quan Yuan, Jinglin Li, Fangchun Yang, 
Xuemin Sherman Shen, Software defined cooperative data sharing in edge 
computing assisted 5g-vanet, IEEE Trans. Mob. Comput. (2019).

[76] Priyan Malarvizhi Kumar, Gunasekaran Manogaran, Revathi Sundarasekar, 
Naveen Chilamkurti, Ramachandran Varatharajan, et al., Ant colony optimiza-
tion algorithm with Internet of vehicles for intelligent traffic control system, 
Comput. Netw. 144 (2018) 154–162.

[77] Jianping He, Lin Cai, Jianping Pan, Peng Cheng, Delay analysis and routing 
for two-dimensional vanets using carry-and-forward mechanism, IEEE Trans. 
Mob. Comput. 16 (7) (2016) 1830–1841.

[78] Jaehoon Jeong, Shuo Guo, Yu Gu, Tian He, David Du HC, Trajectory-based data 
forwarding for light-traffic vehicular ad hoc networks, IEEE Trans. Parallel Dis-
trib. Syst. 22 (5) (2010) 743–757.

[79] Jaehoon Jeong, Shuo Guo, Yu Gu, Tian He, David Du HC, Trajectory-based sta-
tistical forwarding for multihop infrastructure-to-vehicle data delivery, IEEE 
Trans. Mob. Comput. 11 (10) (2011) 1523–1537.

[80] Rongxing Lu, Xiaodong Lin, Haojin Zhu, Xuemin Shen, An intelligent secure 
and privacy-preserving parking scheme through vehicular communications, 
IEEE Trans. Veh. Technol. 59 (6) (2010) 2772–2785.

[81] Andrea Baiocchi, Francesca Cuomo, Infotainment services based on push-
mode dissemination in an integrated vanet and 3 g architecture, J. Commun. 
Netw. 15 (2) (2013) 179–190.

[82] Ozan K. Tonguz, Wantanee Viriyasitavat, Cars as roadside units: a self-
organizing network solution, IEEE Commun. Mag. 51 (12) (2013) 112–120.

[83] Changqiao Xu, Futao Zhao, Jianfeng Guan, Hongke Zhang, Gabriel-Miro 
Muntean, Qoe-driven user-centric vod services in urban multihomed p2p-
based vehicular networks, IEEE Trans. Veh. Technol. 62 (5) (2012) 2273–2289.

[84] Changqiao Xu, Shijie Jia, Lujie Zhong, Hongke Zhang, Gabriel-Miro Muntean, 
Ant-inspired mini-community-based solution for video-on-demand services 
in wireless mobile networks, IEEE Trans. Broadcast. 60 (2) (2014) 322–335.

[85] Di Wu, Gang Zhu, Dongmei Zhao, Adaptive carry-store forward scheme in 
two-hop vehicular delay tolerant networks, IEEE Commun. Lett. 17 (4) (2013) 
721–724.

[86] Brad Karp, Hsiang-Tsung Kung Gpsr, Greedy perimeter stateless routing for 
wireless networks, in: Proceedings of the 6th Annual International Conference 
on Mobile Computing and Networking, 2000, pp. 243–254.

[87] Celimuge Wu, Satoshi Ohzahata, Toshihiko Kato, A low latency path diversity 
mechanism for sender-oriented broadcast protocols in vanets, Ad Hoc Netw. 
11 (7) (2013) 2059–2068.

[88] Tarik Taleb, Abderrahim Benslimane, Khaled Ben Letaief, Toward an effective 
risk-conscious and collaborative vehicular collision avoidance system, IEEE 
Trans. Veh. Technol. 59 (3) (2010) 1474–1486.

[89] Guann-Long Chiou, Shun-Ren Yang, Wei-Torng Yen, On trajectory-based i2v 
group message delivery over vehicular ad-hoc networks, IEEE Trans. Veh. 
Technol. 65 (9) (2015) 7389–7402.

[90] Seyhan Ucar, Sinem Coleri Ergen, Oznur Ozkasap, Multihop-cluster-based IEEE
802.11 p and lte hybrid architecture for vanet safety message dissemination, 
IEEE Trans. Veh. Technol. 65 (4) (2015) 2621–2636.

[91] Sabri Allani, Taoufik Yeferny, Richard Chbeir, A scalable data dissemination 
protocol based on vehicles trajectories analysis, Ad Hoc Netw. 71 (2018) 
31–44.

[92] Bingyi Liu, Dongyao Jia, Jianping Wang, Kejie Lu, Libing Wu, Cloud-assisted 
safety message dissemination in vanet–cellular heterogeneous wireless net-
work, IEEE Syst. J. 11 (1) (2015) 128–139.

[93] Renê Oliveira, Carlos Montez, Azzedine Boukerche, Michelle S. Wangham, Re-
liable data dissemination protocol for vanet traffic safety applications, Ad Hoc 
Netw. 63 (2017) 30–44.

[94] Moumena Chaqfeh, Abderrahmane Lakas, A novel approach for scalable multi-
hop data dissemination in vehicular ad hoc networks, Ad Hoc Netw. 37 (2016) 
228–239.

[95] Alessandro Amoroso, Gustavo Marfia, Marco Roccetti, Going realistic and op-
timal: a distributed multi-hop broadcast algorithm for vehicular safety, Com-
put. Netw. 55 (10) (2011) 2504–2519.

[96] Xuewen Wu, Shiming Song, Huibin Wang, A novel position-based multi-hop 
broadcast protocol for vehicular ad hoc networks, J. Netw. 6 (1) (2011) 112.

[97] Imen Achour, Tarek Bejaoui, Anthony Busson, Sami Tabbane Sead, A simple 
and efficient adaptive data dissemination protocol in vehicular ad-hoc net-
works, Wirel. Netw. 22 (5) (2016) 1673–1683.

[98] Ming-Chin Chuang, Meng Chang, Chen Deep, Density-aware emergency mes-
sage extension protocol for vanets, IEEE Trans. Wirel. Commun. 12 (10) (2013) 
4983–4993.

[99] Syed Sarmad Shah, Muhammad Ali, Asad Waqar Malik, Muazzam A. Khan, Sri 
Devi Ravana, vfog: a vehicle-assisted computing framework for delay-sensitive 
applications in smart cities, IEEE Access 7 (2019) 34900–34909.

[100] Yun Hu, Hongyan Li, Zheng Chang, Zhu Han, End-to-end backlog and delay 
bound analysis for multi-hop vehicular ad hoc networks, IEEE Trans. Wirel. 
Commun. 16 (10) (2017) 6808–6821.

[101] Feng Lyu, Hongzi Zhu, Haibo Zhou, Liping Qian, Wenchao Xu, Minglu Li, 
Xuemin Shen Momac, Mobility-aware and collision-avoidance mac for safety 
applications in vanets, IEEE Trans. Veh. Technol. 67 (11) (2018) 10590–10602.

http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE22A3B2AA2B9AC07859C6D379A25922Cs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE22A3B2AA2B9AC07859C6D379A25922Cs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE22A3B2AA2B9AC07859C6D379A25922Cs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE22A3B2AA2B9AC07859C6D379A25922Cs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib0D52F5714A25E12400F17DBE2EBCACC4s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib0D52F5714A25E12400F17DBE2EBCACC4s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib58F88C221C6C95228D68C73498CFE593s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib58F88C221C6C95228D68C73498CFE593s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib58F88C221C6C95228D68C73498CFE593s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib58F88C221C6C95228D68C73498CFE593s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA5B0337A358AA602795BE8BB0F9AE479s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA5B0337A358AA602795BE8BB0F9AE479s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA5B0337A358AA602795BE8BB0F9AE479s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib9F4FE388478FD7310119C4C2047BE5E0s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib9F4FE388478FD7310119C4C2047BE5E0s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib9F4FE388478FD7310119C4C2047BE5E0s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibD1389C2C4A32074109B7238CA9DBD7C3s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibD1389C2C4A32074109B7238CA9DBD7C3s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibD1389C2C4A32074109B7238CA9DBD7C3s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib89154B41B9662F2C09EA5D2B9D437725s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib89154B41B9662F2C09EA5D2B9D437725s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib89154B41B9662F2C09EA5D2B9D437725s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib2685933C3540DDAC3E10352F5670BD6Bs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib2685933C3540DDAC3E10352F5670BD6Bs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib2685933C3540DDAC3E10352F5670BD6Bs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib2685933C3540DDAC3E10352F5670BD6Bs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib886E150D4D5F634EA92791A8EC640D09s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib886E150D4D5F634EA92791A8EC640D09s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib886E150D4D5F634EA92791A8EC640D09s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib886E150D4D5F634EA92791A8EC640D09s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib71FD743D291FF910282A2D026AE04EFAs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib71FD743D291FF910282A2D026AE04EFAs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib71FD743D291FF910282A2D026AE04EFAs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA831CA570883A47F862F453152EBAA80s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA831CA570883A47F862F453152EBAA80s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA831CA570883A47F862F453152EBAA80s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibC71D3FD77B0B306337A32567C0D128D5s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibC71D3FD77B0B306337A32567C0D128D5s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib38D93AE32493A02FCA444A096E495997s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib38D93AE32493A02FCA444A096E495997s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib38D93AE32493A02FCA444A096E495997s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib1BA438096A2C80B026092A73179F5E54s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib1BA438096A2C80B026092A73179F5E54s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib1BA438096A2C80B026092A73179F5E54s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib973A4E4A3F912956D986AA7F3CFA8572s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib973A4E4A3F912956D986AA7F3CFA8572s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib973A4E4A3F912956D986AA7F3CFA8572s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibD8709EC531B65153635D8658B86FA607s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibD8709EC531B65153635D8658B86FA607s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibD8709EC531B65153635D8658B86FA607s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib948E600CC1226CC10783A0822DE88489s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib948E600CC1226CC10783A0822DE88489s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib34C4C1FF4461B50C67867CA29991D599s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib34C4C1FF4461B50C67867CA29991D599s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib34C4C1FF4461B50C67867CA29991D599s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA0985BAA391D6D654497D2827E6AE794s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA0985BAA391D6D654497D2827E6AE794s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA0985BAA391D6D654497D2827E6AE794s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA0985BAA391D6D654497D2827E6AE794s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA0985BAA391D6D654497D2827E6AE794s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA263978D68A81439F0B3AC18F7576E7Cs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA263978D68A81439F0B3AC18F7576E7Cs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA263978D68A81439F0B3AC18F7576E7Cs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibFB7BD78DE4E016D8706EEFB82734F8A2s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibFB7BD78DE4E016D8706EEFB82734F8A2s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibFB7BD78DE4E016D8706EEFB82734F8A2s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibC6872E434537A156B4225EBAD8AC0482s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibC6872E434537A156B4225EBAD8AC0482s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibC6872E434537A156B4225EBAD8AC0482s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib40EED282158306C1550A0728599D1A6Bs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib40EED282158306C1550A0728599D1A6Bs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib40EED282158306C1550A0728599D1A6Bs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibAF8D83BDDA09AAB066C94299D2C9D08Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibAF8D83BDDA09AAB066C94299D2C9D08Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibAF8D83BDDA09AAB066C94299D2C9D08Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibAF8D83BDDA09AAB066C94299D2C9D08Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib5A2D0D807907979562EAAC9E87E0F68Ds1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib5A2D0D807907979562EAAC9E87E0F68Ds1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib5A2D0D807907979562EAAC9E87E0F68Ds1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibD4365D64DAE0488BBA9B74805135C026s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibD4365D64DAE0488BBA9B74805135C026s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibD4365D64DAE0488BBA9B74805135C026s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA2A7CC85A3EAFACE6DB30CE67850679As1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA2A7CC85A3EAFACE6DB30CE67850679As1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA2A7CC85A3EAFACE6DB30CE67850679As1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA2A7CC85A3EAFACE6DB30CE67850679As1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF85B6B006D67AB208FFE5FDD6ABB763Ds1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF85B6B006D67AB208FFE5FDD6ABB763Ds1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF85B6B006D67AB208FFE5FDD6ABB763Ds1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib6A3C101CA2DF72FE27AD36814E788E42s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib6A3C101CA2DF72FE27AD36814E788E42s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib6A3C101CA2DF72FE27AD36814E788E42s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib14ACDD79705DF375140D37189158D02Bs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib14ACDD79705DF375140D37189158D02Bs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib14ACDD79705DF375140D37189158D02Bs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib5464DA5407E7B9B2C1615A3C11C5FAD5s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib5464DA5407E7B9B2C1615A3C11C5FAD5s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib5464DA5407E7B9B2C1615A3C11C5FAD5s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF5DD4E79E68E81539C4D7BF94D9A6909s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF5DD4E79E68E81539C4D7BF94D9A6909s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF5DD4E79E68E81539C4D7BF94D9A6909s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF3D34EAF733767C5D50E24357629F2B8s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF3D34EAF733767C5D50E24357629F2B8s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibAFBFF31365C16B764203C45AF090B750s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibAFBFF31365C16B764203C45AF090B750s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibAFBFF31365C16B764203C45AF090B750s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib87649C733052C4EFD8CFB7B955A57281s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib87649C733052C4EFD8CFB7B955A57281s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib87649C733052C4EFD8CFB7B955A57281s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibC366C1E7FF5E730626BA0ABCB33063A4s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibC366C1E7FF5E730626BA0ABCB33063A4s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibC366C1E7FF5E730626BA0ABCB33063A4s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA232670A2663FAE0743EFD932E1385F7s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA232670A2663FAE0743EFD932E1385F7s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibA232670A2663FAE0743EFD932E1385F7s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib1D2E4C5FFEA4D68B2D0CFFE40E456A45s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib1D2E4C5FFEA4D68B2D0CFFE40E456A45s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib1D2E4C5FFEA4D68B2D0CFFE40E456A45s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib640B4C5CF089A2115C89BCFF1B479C0Es1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib640B4C5CF089A2115C89BCFF1B479C0Es1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib640B4C5CF089A2115C89BCFF1B479C0Es1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibB235415C4B04C9D9FBCD39A237FEFE30s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibB235415C4B04C9D9FBCD39A237FEFE30s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibB235415C4B04C9D9FBCD39A237FEFE30s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib54709A1C55DA87850D22CFE164585680s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib54709A1C55DA87850D22CFE164585680s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib54709A1C55DA87850D22CFE164585680s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibC0EBCD1E5EA09850A764C7264988D665s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibC0EBCD1E5EA09850A764C7264988D665s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibC0EBCD1E5EA09850A764C7264988D665s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibD8AE4A6FD461EA4F86A6918B43930994s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibD8AE4A6FD461EA4F86A6918B43930994s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibD8AE4A6FD461EA4F86A6918B43930994s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib57285C6FC631C4881F123CEFB992582As1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib57285C6FC631C4881F123CEFB992582As1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib57285C6FC631C4881F123CEFB992582As1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE1C488E573F454E2779F1F3125965DC1s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE1C488E573F454E2779F1F3125965DC1s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE1C488E573F454E2779F1F3125965DC1s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib0B8A28846D8D76DC22DA2DFB3892DADAs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib0B8A28846D8D76DC22DA2DFB3892DADAs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib0B8A28846D8D76DC22DA2DFB3892DADAs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib2375AF45B62F972049287C19FB02BE59s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib2375AF45B62F972049287C19FB02BE59s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE37EC5DCE40622871931D2CCD20F0C8Bs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE37EC5DCE40622871931D2CCD20F0C8Bs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibE37EC5DCE40622871931D2CCD20F0C8Bs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib954D14F00682A90BF270E55A748149F7s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib954D14F00682A90BF270E55A748149F7s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib954D14F00682A90BF270E55A748149F7s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib134DE1C377961C1B35019AEC66BFAC0Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib134DE1C377961C1B35019AEC66BFAC0Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib134DE1C377961C1B35019AEC66BFAC0Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib99A85088BEE8BC27AD69C011489D83B5s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib99A85088BEE8BC27AD69C011489D83B5s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib99A85088BEE8BC27AD69C011489D83B5s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibFCE458CE35E9E8EAFB09CD3EB8AD2B4As1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibFCE458CE35E9E8EAFB09CD3EB8AD2B4As1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibFCE458CE35E9E8EAFB09CD3EB8AD2B4As1


H. Shahwani, S. Attique Shah, M. Ashraf et al. Vehicular Communications 34 (2022) 100420
[102] Lei Zhang, Chuanyan Hu, Qianhong Wu, Josep Domingo-Ferrer, Bo Qin, 
Privacy-preserving vehicular communication authentication with hierarchical 
aggregation and fast response, IEEE Trans. Comput. 65 (8) (2015) 2562–2574.

[103] Amit Dua, Neeraj Kumar, Seema Bawa, A systematic review on routing proto-
cols for vehicular ad hoc networks, Veh. Commun. 1 (1) (2014) 33–52.

[104] Baraa T. Sharef, Raed A. Alsaqour, Mahamod Ismail, Vehicular communication 
ad hoc routing protocols: a survey, J. Netw. Comput. Appl. 40 (2014) 363–396.

[105] Ankita Srivastava, Arun Prakash, Rajeev Tripathi, Location based routing proto-
cols in vanet: issues and existing solutions, Veh. Commun. 23 (2020) 100231.

[106] Sparsh Sharma, Ajay Kaul, A survey on intrusion detection systems and hon-
eypot based proactive security mechanisms in vanets and vanet cloud, Veh. 
Commun. 12 (2018) 138–164.

[107] Fatih Sakiz, Sevil Sen, A survey of attacks and detection mechanisms on intel-
ligent transportation systems: vanets and iov, Ad Hoc Netw. 61 (2017) 33–50.

[108] Rasheed Hussain, Jooyoung Lee, Sherali Zeadally, Trust in vanet: a survey of 
current solutions and future research opportunities, IEEE Trans. Intell. Transp. 
Syst. 22 (5) (2020) 2553–2571.

[109] Yasser Toor, Paul Muhlethaler, Anis Laouiti, Arnaud De La Fortelle, Vehicle ad 
hoc networks: applications and related technical issues, IEEE Commun. Surv. 
Tutor. 10 (3) (2008) 74–88.

[110] V. Velmurugan, J. Martin Leo Manickam, A efficient and reliable communi-
cation to reduce broadcast storms in vanet protocol, Clust. Comput. 22 (6) 
(2019) 14099–14105.

[111] Nishu Gupta, Arun Prakash, Rajeev Tripathi, Medium access control protocols 
for safety applications in vehicular ad-hoc network: a classification and com-
prehensive survey, Veh. Commun. 2 (4) (2015) 223–237.

[112] Francisco J. Ros, Pedro M. Ruiz, Ivan Stojmenovic, Acknowledgment-based 
broadcast protocol for reliable and efficient data dissemination in vehicular 
ad hoc networks, IEEE Trans. Mob. Comput. 11 (1) (2010) 33–46.

[113] Souaad Boussoufa-Lahlah, Fouzi Semchedine, Louiza Bouallouche-Medjkoune, 
Geographic routing protocols for vehicular ad hoc networks (vanets): a survey, 
Veh. Commun. 11 (2018) 20–31.

[114] Ming Li, Kai Zeng, Wenjing Lou, Opportunistic broadcast of event-driven 
warning messages in vehicular ad hoc networks with lossy links, Comput. 
Netw. 55 (10) (2011) 2443–2464.

[115] Omprakash Kaiwartya, Abdul Hanan Abdullah, Yue Cao, Ayman Altameem, 
Mukesh Prasad, Chin-Teng Lin, Xiulei Liu, Internet of vehicles: motivation, lay-
ered architecture, network model, challenges, and future aspects, IEEE Access 
4 (2016) 5356–5373.

[116] Na Fan, Chase Q. Wu, On trust models for communication security in vehicu-
lar ad-hoc networks, Ad Hoc Netw. 90 (2019) 101740.

[117] Moumena Chaqfeh, Abderrahmane Lakas, Imad Jawhar, A survey on data 
dissemination in vehicular ad hoc networks, Veh. Commun. 1 (4) (2014) 
214–225.
18

http://refhub.elsevier.com/S2214-2096(21)00089-9/bibB0DEDCC10E793B89E4711C70DA06B620s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibB0DEDCC10E793B89E4711C70DA06B620s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibB0DEDCC10E793B89E4711C70DA06B620s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib970566828CA868A6130D7D637EC640E3s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib970566828CA868A6130D7D637EC640E3s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib147F7150811ED91E6E12A68692CB7742s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib147F7150811ED91E6E12A68692CB7742s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib748670050221B60FABEED5E733B7F318s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib748670050221B60FABEED5E733B7F318s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibFA03B8F28A75DD744BE2E92A26B91C71s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibFA03B8F28A75DD744BE2E92A26B91C71s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibFA03B8F28A75DD744BE2E92A26B91C71s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib46687D6B485533A930783ABFC0481140s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib46687D6B485533A930783ABFC0481140s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF35290D360C2602B0F39F38428036CDAs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF35290D360C2602B0F39F38428036CDAs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibF35290D360C2602B0F39F38428036CDAs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib045EA56689FC314C50FC2E3D6A64645Es1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib045EA56689FC314C50FC2E3D6A64645Es1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib045EA56689FC314C50FC2E3D6A64645Es1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib8168679BA8C0EE323EAB96F6E7101504s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib8168679BA8C0EE323EAB96F6E7101504s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib8168679BA8C0EE323EAB96F6E7101504s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib4696D5B38069CAB42927256336926D0Ds1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib4696D5B38069CAB42927256336926D0Ds1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib4696D5B38069CAB42927256336926D0Ds1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib90CAB1D92A1E7BC90F5E8929951BFD3Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib90CAB1D92A1E7BC90F5E8929951BFD3Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib90CAB1D92A1E7BC90F5E8929951BFD3Fs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib0E00F07025920919A59447FE97C3F0EDs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib0E00F07025920919A59447FE97C3F0EDs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib0E00F07025920919A59447FE97C3F0EDs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib65775A3AB79B48866E2817A78CA17102s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib65775A3AB79B48866E2817A78CA17102s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib65775A3AB79B48866E2817A78CA17102s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibEC04213D215304CD59A2FF3633A07FF5s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibEC04213D215304CD59A2FF3633A07FF5s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibEC04213D215304CD59A2FF3633A07FF5s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibEC04213D215304CD59A2FF3633A07FF5s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibD92720CE25DA8693DB1D164321CB9B95s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bibD92720CE25DA8693DB1D164321CB9B95s1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib7F89FAEBE8444CD304CAB9D498A19EEEs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib7F89FAEBE8444CD304CAB9D498A19EEEs1
http://refhub.elsevier.com/S2214-2096(21)00089-9/bib7F89FAEBE8444CD304CAB9D498A19EEEs1

	A comprehensive survey on data dissemination in Vehicular Ad Hoc Networks
	1 Introduction
	2 Review plan
	2.1 Research question identification
	2.2 Bibliographic databases
	2.3 Search strings
	2.4 Inclusion and exclusion criteria

	3 Related work
	4 Data dissemination systems
	4.1 Delay-tolerant data dissemination systems
	4.1.1 Performance modeling for delay-tolerant data dissemination systems

	4.2 Delay-sensitive data dissemination systems
	4.2.1 Performance modeling for delay-sensitive data dissemination systems


	5 Challenges in data dissemination for VANET
	5.1 Security
	5.2 Ensuring effective information dissemination
	5.3 Inconstant network density
	5.4 Repeated link disconnections
	5.5 Heterogeneity of applications
	5.6 Node collaboration
	5.7 Implementation complications

	6 Conclusion
	Declaration of competing interest
	Acknowledgements
	References


